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NEW PRODUCTS 


COACHMAN І. This newly designed modular 
line of metered service equipment includes 
Power Pedestals, Power Outlet Panels, and 
Power Fittings. Ideally suited for mobile home 
parks, Coachman II can be readily applied in 
new construction site service entrance, street 
lighting, sprinkler systems and remote sign 
lighting. For ordering information refer to page 
Bl 


THREE PHASE LOADCENTERS - A complete 
new line of indoor and rainproof three phase 
loadcenters with 125 thru 225 main ampere 
ratings in both main lug and main breaker 
design. 225 ampere feed-thru panels are also 
offered. These loadcenters meet all your 
requirements for light commercial and 
industrial applications. Ordering information 
may be found on page 43. 


MCL20(11-12)UOSP - A multi-purpose meter 
socket loadcenter service entrance panel. This 
200 ampere panel is particularly suited for 
rural residences where multiple main 
disconnects are required to serve the home, 
water supply, barn, etc. The residential main 
can be disconnected without severing service 
to other areas. See page 60 for ordering 
information. 


MLB20(8-16)R-SL - A convertible main lug/main 
breaker 200 ampere rainproof loadcenter with 
factory installed sub-feed lugs. This U.L. listed 
service entrance rated device is suited for new 
and re-work residential construction where 
subdivision of service at its point of entry is 
needed. It's ideal for farm and mobile home 
Sites where distribution of service to outlying 
buildings and associated equipment is 
required. For ordering information see page 28. 


NEW FROM SYLVANIA - An integrated 
System that answers the need for those 
installations where higher available fault 
currents, that are associated with the 
increased size of today's electrical systems, 
are present. 





Sylvania now offers metering equipment with 
increased short circuit withstand ratings - up 
to 42,000 AIC. (Switches and cable tap boxes 
up to 50,000 AIC.) The new 400 and 600 
ampere, U.L. listed main switches, coupled 
with Sylvania quality meter modules and 
associated equipment assures protection 
against these higher available fault currents. 
For ordering information see page 71. 
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OTHER ELECTRICAL EQUIPMENT GROUP PRODUCTS 


MOTOR CONTROL CENTERS . Sylvania's 
SuperCenter combines solid performance, 
rugged construction and easy maintenance in 
a single fully factory assembled unit. 
Centralized groupings of motor controls in 20 
inch deep vertical sections simplify plant 
operations and maintenance. Vertical sections 
can contain up to 12 separate control devices 
all safely enclosed, bussed and braced to 
withstand high short circuit stresses found in 
modern industrial wiring systems. Ask your 
Sylvania salesman for product literature No. 
107-1. 


BUS DUCT . Totally enclosed bus duct with 
aluminum or copper bus and single one-bolt 
joint construction, makes installation fast and 
easy. Available as feeder or plug-in. Plug-in 
features "по too!" plug-in fusible switches or 
circuit breakers, Bus duct, plugs and 
accessories are available in a wide range of 
configurations. 


SWITCHBOARDS . Fully factory assembled 
floor standing Sylvania Uni-Formed dead front 
switchboards consist of one or more free 
standing sections in which are mounted 
switching, measuring, circuit control and/or 
protective devices. Each structure is a 90 inch 
tall, completely welded cubicle. Ratings to 600 
volts and 4000 amperes. 


PANELBOARDS . Sylvania offers panelboards 
for lighting distribution and motor control 
applications. They are designed for easy 
installation, reliable performance, safe 
operation and simplified maintenance, and are 
engineered for commercial, industrial, 
institutional and residential applications. 
Product brochure No. NPB-106-109. 


CAST COIL TRANSFORMERS . Where there 
is a possibility of fire, wherever transformers 
must be operated in severe environments, 
wherever there is a threat of an oil spill, 
wherever you need a compact, reliable, indoor 
or outdoor transformer that can live with 
overloads, consider Sylvania's cast coil 
transformer. It's the only solution to all these 


problems. Product brochure No. NPB-102-VCC. 


CONTROL . Pushbuttons, limit switches, 
relays, contactors and starters of all styles 
and sizes - we've got them, and they're all 
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Sylvania quality designed for ruggedness, 
durability and reliability. Ask your Sylvania 
salesman for Controlog No. PL-12-4-1276B. 


SMOKE DETECTORS . Newly designed to 
provide fire protection in existing and new 
residential construction. Available in two 
models, the device operates off normal 
household electrical power, uses less than 3 
watts of current, and emits a loud, piercing 
alarm when smoke is sensed. Model 50-100 is 
intended for direct wiring and model SD-200 
can be directly wired or plugged into any 
outlet with the 15-foot cord supplied. Both 
models are equipped with a “pigtail” and are 
easily installed. All necessary mounting 
hardware is included. 
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INTRODUCTION 


Sylvania offers a complete line of general and 
heavy duty safety switches, 30 through 1200 
Amperes, for protection of major circuits in 
residential, commercial and industrial 
applications. Switches are offered in NEMA 1 


GENERAL DUTY - CONTENTS 


and NEMA 3R outdoor rainproof enclosures. 
Sylvania U.L. listed safety switches assure 
safe, dependable operation for service 
entrance, appliance, air conditioning, lighting 
and motor loads. 


HEAVY DUTY - CONTENTS 


Features .......................... Pg 4 Features .......................... Pg 12 

Ordering Information ................ Pg5 Ordering Information ................ Pa 13 

Accessories........................ Pg 7 Accessories........................ Pg 15 

Dimensions & Weights............... Pg 7 Dimensions & Weights............... Pg 15 

Knockout Drawings ................. Pg8 Knockout Drawings ................. Pg 16 

Terminal Lug Wire Ranges. ........... Ρο 8 Terminal Lug Wire Ranges............ Pg 16 
GENERAL DUTY 


Product Description: For residential and 
light commercial installations, Sylvania offers 
a complete line of 30 through 600 ampere 
switches in NEMA 1 and NEMA 3R 
enclosures. 


Product Specifications: Sylvania switches 


are horsepower rated, for both standard N.E.C. 


and dual element fuses, and are service 
entrance rated. 


Ratings: Fusible and non-fusible single 
throw switches; 2 pole through 4 wire S/N; 
120/240 volts and 240 volts AC; 10,000 amps 
AIC. Rainproof pullout in 60 amp 

rating is offered as well as a 60 amp non- 
automatic circuit breaker. 





RD333SN 
For current list prices refer to the Standard Distribution Price List НАМРІ. 





U.L., Inc: ΑΙ! Sylvania general duty safety 
Switches are listed by Underwriters 
Laboratories, Inc., File No. E16311. 


Federal & NEMA Specifications: Sylvania 


general duty safety switches meet both NEMA 
KS1-1975 and Federal Specification W-S-865c. 
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FEATURES 
1. A trim, clean design with no protrusions in 8. All connections are suitable for cu/al. 
the cover. 9. Over center, quick-make, quick-break 
2. Safety red handle shows "At-A-Glance" toggle mechanism prevents teasing of 
whether switch is on or off. these switches. 
3. Ample, finely tooled knockouts throughout 10. Safety line shields are provided on 60 
all ratings. through 600 amp switches. 
4. Hubs on rainproof models require no 11. All units are available complete with solid 
gaskets and are two hole mounted. neutral. 400 and 600 ampere switches 
5. For safety and security, separate lockoffs have it available as an accessory. 
are provided for the handle (on or off) and 12. Line and load wires may be fed from top 
the door. or bottom for easy installation. 
6. All current carrying parts are copper. 13. Switches are compact in size yet provide 
7. Visible contact construction utilizes a ample wiring room. 
wiping action to keep the contacts clean. 14, 6. 40 
T. 13. 9 (я 





D1033SN 





12. 





D1033SN 8. D333SN 3. 
GENERAL DUTY NUMBERING SYSTEM 
D 10 3 3 SN 
TYPE 


D = General Duty 

RD = Rainproof General Duty 

PFD = Plug Fuse General Duty 

RPFD = Rainproof Plug Fuse 
General Duty 

RP = Rainproof Pullout 


SN = With Solid Neutral 


AMPERE RATING 





3= 30amp 

6= 60amp FUSES 
10 = 100 amp O = Non-fusible 
20 = 200 amp VOLTAGE 1 = 1 fuse 
40 = 400 amp 1 = 120 volts 2 — 2fuse 
60 = 600 amp 3 — 240 volts 3 = 3 fuse 
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ФО os 


D1033SN RD633SN 
FUSIBLE - SINGLE THROW D633SN 
NEMA 3R RAINPROOF HORSEPOWER | K. O. FIGURE 
oon iuum 
NUMBER NUMBER CLASS STD MAX 


2 WIRE S/N (1 BLADE, 1 FUSE) 120 VOLTS AC(PLUG) 


d . 
z 


2 POLE 120/240 VOLTS AC (PLUG) - 240 VOLTS AC (CARTRIDGE) | 


[SoPLUG| PFD332SN | | RPFD33€5N ТІ | [| w | 2 Р а | 
[30 | D325N ||| | RD328N— | ! — | я» | з | 4] 
| D6325N — | 

















SYSTEM 











3 WIRE S/N (2 BLADES, 2 FUSES) 120/240 VOLTS AC (PLUG) - 240 VOLTS AC (CARTRIDGE) 





PFD332SN | RPFD32SSN |: | | у | 2 | 4 | 5 
T n| 30 | оззавм | ROS2SN | | | t$ | з | 4 | 5 
g| 60 — | Des2sn_ | RDE2SN | ! |з | 1 | 2 | 7 
"ро | Πιν ΠΡΙΝ | ú | rw | 15 | з | в 
[200 | | огозавм | | Ro2322N | т — [15 |- |2 | 14 

USE 2 POLE SWITCH, PLUS NEUTRAL KIT 46SN 

3 POLE 240 VOLTS AC (CARTRIDGE) 
MEN 


£ € 
4 WIRE S/N (3 BLADES, 3 FUSES) 240 VOLTS AC (CARTRIDGE) 
(зо Γον — [| возах Γι [з | тер Рв 
ὁ ὁ ὁ | во [зт | нбзч | | | тарі | 2 | 7 
E|10 ^| отоззәм — | ноюзм | ú | | 9 | з | в 
Z|20 | рхазвм | | вохазм | m | 2 | 5 [12 | м 
USE 3 POLE SWITCH, PLUS NEUTRAL КІТ 468 М 





HUBS DIMENSIONS, Pg 7 KNOCKOUTS, Pg 8 
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SYSTEM AMPERE CATALOG CATALOG HUB STD | MAX 
NUMBER NUMBER CLASS 


3 POLE 240 VOLTS AC 
| 3 | po — | F |! |- | w | τ. 

pag ®@ | po | πος 1! | — 05 | 2 
444 [10 — | Doo | | Foo |u" | — 3 | 3. 
[20 | охо | ΒΑ |т [|--|s | + | 


ORDERING INFORMATION 


D1030 





400 
600 USE HEAVY DUTY SWITCH - SEE PAGE 14 


SPECIAL ο ο πα ὑείῳ ES 


RS2-60NA 





RAINPROOF PULLOUT 
KO. FIGURE 


ка HUB ra NEMA 
T 


З WIRE (2 FUSE ἃ μα Ἡ NEUTRAL) 120/240 VOLTS AC (CARTRIDGE) 


| ее eue 


© Wire size min. #14 cu., #12 al - Max #2 cu/al 












SYSTEM 


RAINPROOF NON-AUTOMATIC CIRCUIT BREAKER 
2 POLE - 120/240 VOLTS AC 


OÒ А 
ry RS2-60NA 1 


HUBS, DIMENSIONS, Pg 7 KNOCKOUTS, Pg 8 
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is 


CLASS | CLASS II 
INTERCHANGEABLE RAINPROOF HUBS - 30 THRU 600 AMPERES 
CLASS II CLASS III 
CONDUIT 1%" | 2" [2w | 1%" | 2" | av" | з" 
CATALOG NO. 35-39 35-38 35-47 
10=2 


STANDARD _ _ 
„а-н 1052 | 10-2, 10=2 | 10=2 | 10=2 | 10=2 | 10-2 | 10=2 | 022 Поза 10-3 | 1023 


NEUTRAL KIT 


FOR 400 AND 600 AMPERE - 2 AND 3 POLE SWITCHES 


CATALOGNO. | 46SN | WEIGHT | 2 
АРРВОХІМАТЕ WEIGHTS AND DIMENSIONS 


STD. САВТОМ DIMENSIONS @ STD. CARTON DIMENSIONS @ 





Co 








CATALOGNO. | απ. | мт] η | w | о catatoano. | av | wr | H | w | о 
D330 | 30 | 4 | тев 75 | з позн |5 | 3: [π18|] 7 | 4 
D332SN [10 8 | ти | 54 | з πον |5 | æ | aw [758] з їв 
D333SN | 10 | 4 |75 |758 з RD630 
D630 ог Επ. RD632SN 1 το | 12% 4 18 
D632SN ce 8 58 | а RD633SN 
D633SN т | лю | RD1030 [3 ΡΒ 
D1030 3 [ 1 | RD10328N | 1 | 13 | 15% | 10 | 418 
D1032SN бл | 1 4 RDM3SN |1 | 3. 
ρον | 1 | з RD2030 [0 | 2 
D2030 _1_| 2 RD20325N_ | 1 | 28 - з | 8 
D2032SN 1 | 2 | 214 | 1334 | 8 розм | 1 | зо | 
D20338N | 1 | 2 | RD4032 
D4032 | 1 [| 106 RD4033 114 7 
D4033 o1 [18 RD6032 1 р 109 | 
Doo | + | 10 | ' mew |a ] πε. 
D6033 RP632SN 5 | 8. 
PFD338N {το | 32 | RPFD3:SN | 5 | 37 |1118| 7 4 
ρον | 10 | 39 | ^^ "  RPSN | 5 | 3 
RD330 | 5 | æ | ву | 7 58 |з в rsza | 5 | æ [978 | sw | з se 


ӨН = Overall length of door (rainproof to top of hood) - 


W = Overall width of door plus side handle (rainproof = O.D. of hood) 
D = Mounting embossment to O.D. of door (rainproof = O.D. of hood) 
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TERMINAL LUG WIRE RANGES KNOCKOUT DRAWINGS 
AMPERE WIRE SIZE 
RATING | PERPHASE 
30 412-8 сша! 

46-3 сша! 
100 #6-1/0 сша! 
200 #6-250МОМ culal 


400 | . 2line | #3/0 cu/al-350MCM'cu or500MCMal 
& 600 #1 - 500MCM сога! 


46 SN 
NEUTRAL 83/0 - 350MCM cu or 500 MCM а! 


Fig-3 
D1030 
D1032SN 
D1033SN 


PFD311SN 
PFD322SN 
D332SN 





D630 
D632SN 
D633SN 
Knockout Codes 
A 5/16 К 1-1%-1% 
B 1⁄2 L 1-1⁄1⁄4-11⁄2 -2 
C 1⁄2 - 3⁄4 М 1%-1%-2 
D %-%-1 Р 1⁄⁄4 -2-21⁄2 
E 1⁄2 - 3⁄4 - 1 - 11⁄4 S 2-2⁄2-3 
H 34-1-1'4 T 2-2%2-3-3% 
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KNOCKOUT DRAWINGS 


o? ооо ооо 
Fig-5 
RPFD311SN 
RPFD332SN 
RD332SN @ © 00 @ 
RP632SN 











Fig-8 
RD1030 
RD1032SN 
RD1033SN 
© 
Fig-6 
RD330 
RD333SN 
Fig-10 
@ RS2-60NA 
Fig-7 
RD630 
RD632SN 
RD633SN 
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Fig-12 


D2030 
D2032SN 


Fig-14 
RD2030 
RD2032SN 
RD2033SN 


KNOCKOUT DRAWINGS 


Fig-15 

RD4032 
RD6032 
RD4033 
RD6033 
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PRODUCT DESCRIPTION 


A complete line of heavy duty safety switches, 
30.through 1200 ampere, for all heavy 
commercial and industrial needs where reliable 
performance and continuity of service are 
critical. These heavy duty switches can also 

be used as, and are rated for, service 

entrance. They are offered in NEMA 1 general 
purpose and NEMA 3R rainproof enclosures. 





Product Specifications: Sylvania switches 
accept N.E.C. fuses or dual element fuses as 
standard. Class R fuses can be used upon 
field installation of Class R Rejection Kit - see 
page 16. The switch will then reject all 

fuse types except Class R. Heavy duty 
switches through 200 ampere may be field 
modified to accept Class J fuses. 800 and 
1200 amp switches use Class L fuses as 
standard. Depending upon the type of fusing 
used, Sylvania heavy duty safety switches may 
be rated up to 200,000 A.I.C. All switches are 
horsepower rated. 








HEAVY DUTY 





Ratings: Fusible, single throw switches, 2 
pole through 4 wire S/N rated 240 volts AC 
and 250 volts DC. Also a fusible 4 wire S/N 
line, rated 277/480 volts, and a 3 pole fusible 
and non-fusible offering rated 600 volts AC. 


U.L., Inc: Sylvania heavy duty safety 
switches are listed with Underwriters 
Laboratories, Inc. File Nos. E16311 and 
E19224. 


Federal and NEMA Specifications: Sylvania 
heavy duty safety switches meet or exceed 
NEMA KSI-1975 and Federal Specification W- 
S-865c. 





RHD1033SN 


For current list prices refer to the Standard Distribution Price List #ANPL. 


RHD663 
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FEATURES 


1. Dual purpose interlock prevents door from 
being opened while switch is energized and 
switch from being closed while door is 
open. 


2. For safety and dependability, both cover 
and handle can be padlocked. Handle can 
be locked in the OFF position with up to 3 
padlocks, or, where allowed, in the ON 
position . 


3. Operating handle is an integral part of the 
switch mechanism which provides positive 
action and is always in control of the 
blades. 


4. Line terminal shield protects personnel 
when the door is open, and does not allow 
the switch to close unless it is in position. 


5. Visible blades come all the way out of the 
arc chutes in the OFF position assuring 
personnel at-a-glance that the switch is 
really off. 





HD633SN 


6. Non-teasible quick make-quick break 
mechanism can be operated independantly 
of the drive spring. 


7. Enclosures, through 200 amperes, are 
drilled and tapped for field conversion to 
Class J fuses. 


8. CU/AL terminals for both line and load. 


9. Keyhole top mounting slots are provided 
for quick and easy installation. 





HEAVY DUTY NUMBERING SYSTEM 
HD 10 3 3 SN 


Type | | SN 
HD = Heavy Duty 


with solid neutral 





RHD = Rainproof NF non-fusible 
Heavy Duty 

Ampere Rating Fuses 

3 = 30amp 0 = non-fusible 

6 = 60amp 1 = 1fuse 
10 = 100 amp 2 = 2fuse 
20 = 200 amp З = З fuse 
40 = 400 amp 

60 = 600 amp Voltage 

80 = 800 amp 3 = 240 volts 
120 = 1200 amp 6 = 600 volts 
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ORDERING INFORMATIO 
240 Volts AC - 250 Volts DC 


JU HD632 SN HD2033SN | 





HD633SN 





N 





ο HD633SN HD1032SN 
FUSIBLE - SINGLE THROW 


NEMA 1 INDOOR | NEMA 3R RAINPROOF HORSEPOWER 
SYSTEM |AMPERE 


CATALOG CATALOG | HUB 
NUMBER NUMBER  |CLASS| 16 


2 POLE 240 VOLTS AC 30 THRU 200 AMP USE 3 WIRE S/N 
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K.O. FIGURE NO. 


NEMA | NEMA 
1 3R 





= 


3 WIRE S/ 


(2 BLADES 2 FUSES) 240 VOLTS AC-250 V 
RHD332SN 


HD1032SN RHD1032SN 


USE 2 POLE SWITCH ABOVE PLUS 
NEUTRAL KIT 46SN @ 


HD8032SN@ O| — — 
HDimxsN90|  — — 


3 POLE 240 VOLTS AC-250 VOLTS DC 


30 
bob | 


оо 


NEUT. 


| 


—À 


= 4 


88888 
n 
° 


4 WIRE SIN (3 BLADES 3 FUSES) 240 VOLTS AC - 250 VOL 


O 
г 
-- 
@ 
о 
O 


ΟἹ σι | > Q | Q | S 


- 
o 
о 
O 


30 | HD333SN | RHD3338N |! | — | 3|— |та | 9 | м 

1111 1-90 | Hossssn — | RHDeGSSN | | | — (те |— | 15] 10 | 16 
Я 100 HD1033SN RHD1033SN [п | — | 15|— | 30 | 11 | 46 

B| 200 | HD20::5N | аножазвм|т | — |25|- s| 12 | 17 

| 400 USE 3 POLE SWITCH ABOVE PLUS] (211 | — | 50/— |15| 13 | 19 

600 NEUTRAL KIT 46SN Θ а= агае 19 

800 | ноюззм\ӨӨ| - | -Р-| |-! |- | — 

1200 | нотоззвкмео || - | -|-| |-| | - | = 


@ 30 AMP THROUGH 200 АМР ARE FIELD CONVERTIBLE ТО ACCEPT CLASS J FUSE 


Ө ACRATEDONLY @ USES CLASS L FUSES 


00 


HUBS, NEUTRALS, DIMENSIONS,Pg15 CLASS R FUSE KITS, K.O.'s, Pg 16 
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ORDERING INFORMATION 
600 Volts AC 


RHD1060 RHD1033SN 





HD1060 


RHD663 
FUsIBLE) SINGLE THROW 
a NEWATINDOOR κο FIGURE 


CATALOG CATALOG | HUB NEMA | NEMA 
NUMBER NUMBER | CLASS 1 
4 WIRE S/N (3 BLADES, 3 FUSES) 277/480 VOLTS AC 









SYSTEM 











NON-FUSIBLE - SINGLE THROW 
3 POLE 240-600 VOLTS AC 





@ 30 AMP THROUGH 200 AMP ARE FIELD CONVERTIBLE TO ACCEPT CLASS J FUSES 
@ USES CLASS L FUSES 


HUBS, NEUTRALS, DIMENSIONS, Pg 15 CLASS R FUSE KITS, K.O.'s, Pg 16 
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CLASS II 


HUBS = 





CLASS III 


CLASS III 


CONDUIT 1%" |1%2" | 114" | 12" | 2" [ayan | 12" | 2" [ορ | 3" 
CATALOG NO. 35-39 |35-36 | 35-37 (35-38 | 35144 | 35-45 |35-46 (35-47 
STANDARD 


CARTON = WEIGHT 


CATALOG NO. 


HD332SN 
HD333SN 
HD360 
HD363 
HD363SN 
HD632SN 
HD633SN 
HD660 
HD663 
HD663SN 
HD1032SN 
HD1033SN 
HD1060 
HD1063 
HD1063SN 
HD2032SN 
HD2033SN 
HD2060 
HD2063 
HD2063SN 
HD4032 
HD4033 
HD4063 
HD4063NF 
HD6032 
HD6033 
HD6063 
HD6063NF 
HD8032SN 
HD8033SN 
HD8063SN 








ERES 


FOR 400 AND 600 AMPERE - 2 AND 3 POLE SWITCHES 


NEUTRAL KIT 





CATALOG NO. 2 

APPROXIMATE WEIGHTS AND DIMENSIONS 
DIMENSIONS nnm DIMENSIONS 
ату | | H | w | р QY | we | η | м [| o 
να s " HD12032SN 1 520 
ΚΚΕ і “ү = HD12033SN 567 | 60 1/16 13% 
КШ 5387 нози |1 | o 
2 jem | om вного |1 | 5 
[ΚΙ 12916 | 878 | 538 RHD363 
Би RHD363SN 
ΚΠ үн RHD632SN |1 | 16 | 1658 | 81116] 5 1116 
кши RHDé395N | 1 | 16 | 
[1 |3 яново |1 | 15 | 
| 1 | æ |20916 | 104 | ти RHD6335N |: | 16 | 
o | 32 RHDI022N | 1 | 35 | 
[1 | 32 RHDI0339N | 1 | 35 ` 
КЕНЕСИ RHD1060 20 1346 | 10% | 7 9/6 
т | % RHD1063 
+ | 5 | 205 1334 | 8716 | RHDI0635N | 1 | з | 
oa | 5 RHD20325N | 1 | 87 | 
o j| 5 RHD2039N | 1 | 8 | 
(1 | 19 | вного |: | s | 27516 | 137 8% 
1 |в 7 PHAR τ 
^w moms [i [om 
КЕШИ RHD4063 
A | т RHD4063NF 7 
1 | 10 RHDe032 | 1 | 109 ` 
1 |æ RHD6033 
1 | 49 — 40 18 | 12 15/16 RHD6063 πα 121 
1 | 60 нез | 1 | m 
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SAFETY SWITCHES | SYLVANIA 
HEAVY DUTY 


CLASS R REJECTION KITS TERMINAL LUG WIRE RANGES 9 












CATALOG NO. USED IN = 250 VOLT SW. 600 VOLT SW. 
30 Amp 240 Volt AMPERE {CONDUCTORS WIRE SIZE CONDUCTORS WIRE SIZE 
RFK-1 Single Phase RATING PER PHASE PER PHASE 


Three Phase ZE ZE 

30 Amp 600 Volt апа 60 нею man 
| u 
| 
4 


RFK-2 60 Amp 240 Volt 


Single Phase τος ο. 
Tnrea Phase 200 #6-250MCM 1 #6-250MCM 
60 Amp 600 Volt 400 Line-2 #3/0 сша! - 350MCM cu, or 500MCM al 
Three Phase and Load-1 #1 - 500MCM cu/al 

100 Amp and 200 Amp 600 


240 Volt 600 Volt 80 | а  |#6GOMOM | | 4 [s260MCM - 


Three Phase 1200 4200MCM | — 4 | #2600МСМ 
Single Phase @ ALL CU/AL EXCEPT 400 & 600 AMP SWITCHES 














Fig. 15 
RHD360 RHD633SN 
RHD363 RHD660 
RHD363SN ~ RHD663 
RHD632SN (0) RHD663SN| (9) 















Fig. 9 HD2032SN 
HD332SN HD2033SN 


HD2060 
HD333SN HD2063 


HD2063SN 






Fig. 16 


RHD1032SN RHD1063 
RHD1033SN RHD1063SN 
RHD1060 (9 








RHD2032SN RHD2063 
RHD2033SN RHD2063SN 


RHD2060 
© 









RHD4063NF 
RHD4032 RHD6032 | 









RHD4033 RHD6033 
RHD4063 O RH D6063 
RHD332SN RHD6063NF 







RHD333SN 







HD1032SN 
HD1033SN 
HD1060 
HD1063 








HD1063SN KNOCKOUT CODE 
C τρ - 34 M 114 - 11⁄2 - 2 
D 2-4-1 P 1%-2-2% 
H %-1-1⁄4 — S 2-2%-3 
K 1-1⁄1⁄4 - 11⁄2 Т 210 -3-31⁄2 - 4 
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SYLVANIA | SAFETY SWITCHES 
HEAVY DUTY 


DIMENSION DRAWINGS 







CATALOG 
NO. 


HD332SN 
HD333SN 
HD360 



















HD363SN 
HD632SN 
HD633SN 












HD663SN 
HD1032SN 
HD1033SN 






"M" Diameter 4 Mounting Holes 


Space Required 
to Open Cover 









HD1063SN 
HD2032SN 
HD2033SN 
HD2060 
HD2063 


HD2063SN | 
















LINE DIMENSION 












































A B C D Е Е G H J K L M N P 
1 712 9516 61316 438 1⁄8 7 158 3 3⁄4 15/16 y, 10 1/16 516 1316 — 
2 81516 129/16 818 538 1/8 8716 138 5 34 15/16 91316 12 1/16 5/16 112 158 | 
3 8 15/16 15 1/16 818 538 18 8716 138 5 3⁄4 15⁄16 121316 12 1/16 5/16 11/2 158 
4 10 34 20 5/8 9 3⁄4 7 1/4 1/8 10 1/4 2 1/8 6 134 16 34 15 1/8 38 134 2 7/16 

\ 5 13 13/16 25 34 11316 87/16 3/16 13 1/4 2 7116 8 34 2516 22 19516 3⁄8 3 3 1/4 
CONDUIT SIZE 
Q R S T U V νν KA KB KC KD 
| 1116 31/2 1116 31/2 114 1 1/16 1 -- γα, 3⁄4, 1 V2, Ya γα, 3⁄4 





19/16 5 1/4 15/16 4 1/4 2 1/8 1 1/2 15/16 1, 14, 1% Ya, 1, 114 Ya, 1, 114 V2, 34, 1 
19/16 5 1/4 15/16 4 1/4 2 1/8 11/2 1516 1, 1'4, 1Уг Ya, 1, 114 Ya, 1, 114 Ve, 34, 1 
2 1/4 5 1/8 17/8 5 18 3 134 17/8 1%,1%2,2 1, 1%, 1% 1, 114, 1% 1, 1'4, 1% 
278 6 58 21116 658 4 316 3 21116 2, 2У2,3 1¥2,2, 2% 192, 2, 2% 199, 2, 2⁄2 

















NEMA 3R Heavy Duty 30 to 200 Amperes 









AMP CATALOG 
RATING NO. LINE 


RHD332SN 
RHD333SN 


Interchangeable Hubs Available — 
(for Sizes see Column "КЕ") 

To Mount Hubs Remove Blonk 
Plote and Install Hub Fitting 










30 










RHD353 
RHD353SN 
RHD632SN 
RHD633SN 







60 


RHD663SN 
RHD1032SN 
RHD1033SN 



















100 










RHD1063 
RHD2032SN 
RHD2033SN 

200 RHD2060 4 


| | RHD2063 
G ua m RHD2063SN 


Spoce Required 
to Open Cover 
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SAFETY SWITCHES SYLVANIA 
HEAVY DUTY 


DIMENSION DRAWINGS CONTINUED 
NEMA 3R Heavy Duty 30 to 200 Amperes 


LINE DIMENSION 


A B C D E G H J K L M N P Q 
1 10 1/2 7716 7316 41316 13 2 7/16 612 17/8 516 3 9/16 718 158 3 1 
2 16 5/8 81116 8516 51116 19316 3346 1112 278 5/16 4 1/4 812 158 3 1716 
3 201316 101/2 10116 7916 25516 234 16 116 3 38 5116 10316 158 4 2 1/8 
4 27 516 131⁄2 1138 83/4 32716 39/16 21 4316 98 6916 1318 21/4 4 2 13/16 

CONDUIT SIZE 

R s T U V KA KB KC KD KE (HUBS) 

1 1/16 1 1/16 1 316 1 3⁄4 1 1⁄2, 3⁄4 1⁄2, 3⁄4 1⁄2, 3⁄4 1⁄2, 3⁄4, 1 34, 1, 114, 112, 2 

11/2 1 1/2 1 5/8 218 13/16 1⁄2, 3⁄4, 1 3⁄4, 1, 11⁄4 3⁄4, 1, 11⁄4 1, 11⁄4, 11⁄2 34, 1, 11⁄4, 11⁄2, 2 

134 134 2 7/16 3 13/4 1, 134,172 1,1%,1% 1,1%,1% 1704, 112,2 3, 1, 114, 112, 2 

2 3/8 2 3/8 2 5/8 4316 211416 1%,2,2% 12, 2,200 1%,2,2%  2,2V5,3 2,212, З 


NEMA 1 Heavy Duty 800 and 1200 Amperes 





AMP 
RATING 






NO. 
HD8033SN 
HD8063SN 


HD12032SN 
HD12033SN 











LINE DIMENSION 


A B C D F G H J K L M N О Р 
1 51 15/16 35 5/16 83/4 12 15/16 47 78 15 12 7/16 78 22332 2932 38 1721/32 4716 151/32 
2 60116 40516 9182 137/32 56 18 7/16 78 25 17/32 29/32 38 205/32 4716 159/16 
ET 


18 CATALOG 78/79 





SYLVANIA LOADCENTERS AND 


CIRCUIT BREAKERS 


QR AND IC SYSTEMS 

CONTENTS QRPg. IC Pg. 
Features ................. 20 33 
Ordering Information 

Circuit Breakers ......... 22 34 

Loadcenters ............ 26 36 

Three Phase Loadcenters. . 44 
Wiring Diagrams. .......... 27 37 
Weights & Dimensions. ..... 25 41 
Knockout Drawings ........ 31 41 
Accessories .............. 25 40 


PRODUCT DESCRIPTION:  Loadcenters 
featuring factory or field installable main lugs 
or main breaker and a full line of circuit 
breakers. 


PRODUCT APPLICATION: Designed for the 


protection and distribution of single and multi- 


dwelling residential and light commercial 
loads to 120/240 volts AC, such as lighting, 
heating, appliance and small motor branch 
circuits. Loadcenters are suitable for use as 
service entrance equipment when installed in 
accordance with Article 230-71(A) and (B) and 
384-16(A) of the National Electric Code. 


RATINGS: 
eSingle phase, three wire. 
eThree phase, four wire. 
*120/208-120/240 volts AC. 
*Mains through 225 amperes. 
*10,000 and 22,000 AIC breakers are 
available. 
eL oadcenters up to 42 branch circuits. 


MLB20(15-30)C 








U.L. AND FEDERAL SPECIFICATIONS: 


e| oadcenters are listed under U.L. file 
number E52977. | 

eCircuit breakers are listed under U.L. file 
number E16248. 

eL oadcenters meet Federal Specification 
W-P115a, Type І, Class 2. 

eConform to class CTL requirements. 

eCircuit breakers meet or exceed the 
applicable class of Federal Specification 
W-C-375B/Gen, Type 1. 


CIRCUIT BREAKER SPECIFICATIONS: 

Circuit breakers are molded of a durable 
thermoset plastic which is not subject to 
dielectric breakdown after arcing. Operating 
handles are non-breakable plastic. Breakers 
are thermal-magnetic, quick-make, quick-break, 
non-teasible, trip free mechanisms containing 
silver tungsten contacts. Each pole is 
individually tested, calibrated, and then is 
sealed to retain its setting. They are calibrated 
to carry 100% of rated current at 40°С. 
ambient in accordance with U.L. standards. 
Load terminals are approved for use with 
copper or aluminum wire. 


ENCLOSURE SPECIFICATIONS: Sixteen 
gauge sheet steel is phosphate sealed and 
finished with an acrylic baked enamel that 
exceeds U.L. requirements for outdoor as well 
as indoor applications. Combination 
surface/flush covers are supplied with 
loadcenters rated above 70 amperes. 


For current list prices refer to the Standard Distribution Price List #ANPL. 
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LOADCENTERS | SYLVANIA 
QR SYSTEM 


QR SYSTEM 
FEATURES 
1. Plug-on main circuit breakers are offered 
through 225 amperes. ' 


2. Space saving 70 ampere, 2-ро!е common 
trip breaker in a 34" module (RC38) is a 
Sylvania exclusive. 

3. R, RA, and RC breakers have embossed 
color coded handles in all ratings. A 
fool-proof method of breaker selection 
and an aid in speeding installation and 
inspection. 

4. Two single pole breakers, each a 
complete breaker mechanism in its own 2. - 
case, make up one R38, апасапе ü En 
installed in one 34" space. Single pole 
handles can be joined together with a tie 
bar for simultaneous operation of both 
poles to form one subdivision of load. 

5. Each pole in 2 and 3 pole devices is a 
separate and distinct breaker tied 
together internally for common trip 
action. 

6. Line bus clips on R38 breakers are NN 
arranged to provide opposite polarity MLB20(15-30)C 
from adjacent poles. 

7. 22,000 AIC high interrupting capacity 
type VQC and VQFP breakers are the 
same frame size as the 10,000 AIC 
equivalents and may be substituted for 
them when changing service 
requirements. 

8. Advanced design makes Sylvania's type 
QL 2 and 3 pole, through 600 amps, 240 
volt, 25,000 AIC breaker the most 4 À 
economical breaker of its size in the κο ыды 
market. 





QL2436-400 





QCAL-100 
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FEATURES 


9. For maximum flexibility with a minimum 
inventory, Sylvania convertible 
loadcenters are designed for field 
installation of main lugs or breakers 
through 225 amps. 

10. Offset interiors, with load terminals all to 
one side, and wire gutters of 4” or more 
provide maximum wiring space for easy 
installation. 

11. Cool operating bus is а “one piece” 
aluminum extrusion with tin plating over 
copper. 

12. Bus accepts Q or R style breakers in any 
position. No breaker programming is 
needed since CTL requirements are 
automatically met. 

13. All enclosures have ample finely tooled 
knockouts which are easily removed 
leaving burr-free openings. 


MLB20(20-40)C 


Th 


R MLB 





R = Rainproof 


ML = Main Lug Only 
MB = Main Breaker 
MLB = Convertible Main Lug or 
Main Breaker 
WML = Riser Panel 


07 = 70 Amp Max 


10 = 100 Amp Max 
20 = 225 Amp Max 
X = Split Bus 





10. ML12(8-16)CG 


LOADCENTERS 
QR SYSTEM 


SYLVANIA 





MLB12(12-24)C 





QR NUMBERING SYSTEM 
12 (2.24) C 


C = Combination Front 

FC = Flush Cover 
О = Ground Bar Factory Installed 
R = Rainproof 

SC = Surface Cover 


SL = Sub-Feed Lugs Factory 
Installed 


Maximum Number of Poles 


Maximum Number of 
Type Q-34", Breaker 
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LOADCENTERS | SYLVANIA 
QR SYSTEM 


ORDERING INFORMATION-PLUG ON CIRCUIT BREAKERS 










2 POLE BREAKER 
Use For Appliance 


ONE-1 POLE 
BREAKER 






TWO-1 POLE 
AMPERE BREAKERS 







LOAD TERMINAL 






е ; WIRE RANGE 
RATING | 120/240 Volt 120 Volts Circuits-Common Trip 
RA 120/240 Volts CU/AL 
CATALOG NO. | CATALOG NO.| CATALOG NO. 
15 RA38Q-15 RC38-15 
15/20 вз81520 | | (| (| | 
20 R38-20 RA38Q-20 RC38-20 #14-#8 
2 | τ. ë RC38-25 
3 | Rao | RC38-30 
4 |  R3840 | | RC38-40 m" 
50 | 83850 | RC38-50 
ο | [| | RC38-60 #8 - #4 
о | τω. RC38-70 CU ONLY 
CARTON 
QNTY 
CARTON E Е p 
WEIGHT 
Q2430 





LL 214 п — 
1 POLE 2 POLE 2 POLE 3 POLE 
10,000 AIC 10,000 AIC 22,000 AIC 10,000 AIC WIRE RANGE 
RATING | | | 
Common Trip Common Trip Common Trip CU/AL 





CATALOG NO. 
|. | о243015 | #14-#10 
|. | Q243020 | 2430 = #14 - #3 
|  Q30 [ocs | | | Qw | 
с 
ЛИНЕ 


15 QC-15 
20 |Q20Q20SwDp@ | QC-20 





А 
02430-50 #14 - #3 


Q-50 


855 8 


-— 
" 02430:100 — 
4641/0 CU ONLY 


70 | | | QCAL-70 vQc70 @ 
10787 ο 


125 


АБАБ < А874 


DISCONTINUED WHEN STOCK IS DEPLETED. 

Q2430-60 = #6 - #0 CU/AL 

U.L. LISTED FOR USE AHEAD OF Q AND QC 10,000 AIC BRANCH BREAKERS TO PERMIT THEIR 
APPLICATION AT 22,000 AMPERES FAULT LEVELS. 

U.L. LISTED FOR USE WITH 75? C. WIRE. 

SWITCHING DUTY BREAKERS - MEET SWITCH APPLICATION AS DEFINED BY U.L. STANDARD 489. 
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SYLVANIA LOADCENTERS 
QR SYSTEM 


ORDERING INFORMATION - PLUG-ON CIRCUIT BREAKERS 
Tri-Tector '" Circuit Breakers with Ground Fault Circuit Interrupter 


HRGF 








LOAD TERMINAL 
WIRE RANGE 
CU/AL 





AMPERE 
RATING 







#14-#10 





Tri-Tector ™ ground fault circuit interrupter circuit 
breakers (GFI) combine a sensitive current 
transformer and a solid state electronic amplifier 
together with a thermal magnetic circuit breaker. 
They provide thermal overload protection; 
instantaneous magnetic trip for short circuits; and 
current transformers to measure any currents that 
do not return on the intended circuit conductors 
such as currents returning via ground. 


Manufactured by Sylvania to critical criteria, they 
meet or exceed U.L. standards 489 (circuit breakers) 
and 943 (ground fault circuit interrupters), and will 
trip at 5 milliampere plus or minus 1 MA. To 
prevent nuisance tripping, Tri-Tectors ` incorporate 
protection against “transient surges” (voltage 
spikes and radio frequency interference.) 


FEED-THRU BREAKERS“ 


ALSO SUITABLE FOR SWITCHING NEUTRAL B AND ISOLATED LINE TERMINAL С APPLICATIONS 


A. Used where line and load lugs are desirable. 
Breaker does not make connection with 
loadcenter bussing. 

B. Gasoline pump breaker - Load and neutral are 
disconnected in the off position as required by 
NEC-514-5. 

C. Single pole feed-thru breaker when installed 
does not make electrical connection with the 
bussing. Separate metered circuit is connected 
to the line terminals of the breaker. 


QCP-15 








A. B. C. 
Line Line Line 
2 Pole Neutral 
2 Spaces 
Load Load Load 


TO USE TOP TERMINAL, PLUG ON 
CLIP MUST BE REMOVED. 








FEED-THRU BREAKERS - TYPE QP & QCP Barrier. 
1-POLE 2-POLE 
120/240 Volts | 120/240 Volts е ае 
10,000 AIC 10,000 AIC США]. 
Top Line 
' L Terminal 
15 "mp STEP ONE 
р ma. WI > 
__40 ОСР-40 #14-#3 driver to 
50 QP-50 QCP-50 Break Out 
60 QCP-60 Barriers 
CARTON 
QTY 
CARTON à 
WEIGHT STEP THREE 
LUG | Insert and Snap Lug 
KIT L-1570 (2 lugs per kit) #14 - #4 Catalog No. L-1570 





onto Top Line Terminal Bar 
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LOADCENTERS | SYLVANIA 
QR SYSTEM | 


ORDERING INFORMATION - 
PLUG-ON CIRCUIT BREAKERS (con't.) 





ашы QFP24-200.2 


L 3 nd 
TYPE QFP AND VOFP USED AS FIELD INSTALLED 
MAINS, BRANCH & INDIVIDUALLY ENCLOSED BREAKERS 
AMPERE | 2-Pole 2-Pole 
















3-Pole LOAD TERMINAL 








RATING | 10,000 AIC 10,000 AIC 10,000 AIC WIRE RANGE 
120/240 Volt 240 Volt 240 Volt CU/AL 
CATALOG ΝΟ. | CATALOG NO. | CATALOG NO. | CATALOG NO. 
125  |QFP-1252 QFP24-125-2 | VQFP24-125 ФІ QFP24-125-3 


150 
175 VQFP24-175 ФІ QFP24-175-3 | #1-300 MCM 
200 QFP24-200-2 
225 


QTY 

Ө DISCONTINUED WHEN STOCK IS DEPLETED 

Ө U.L.LISTED FOR USE AHEAD OF 10,000 AIC BREAKERS TO PERMIT 
THEIR APPLICATION AT 22,000 AMPERE FAULT LEVELS. 


TYPE QL 240 VOLT 



























AMPERE | 2-Pole 3-Pole 

RATING | 6" Wide 9" Wide S : ке QL2436-400 
25 000 AIC 25 000 AIC USED IN SEPARATE BREAKER 
CATALOG NO. | CATALOG No. | CU/AL ENCLOSURES, OR AS MAINS 








IN HEAVY DUTY LOADCENTERS 
QL2424-400 QL2436-400 3/0-350 МОМ cu or 
QL2424-600 QL2436-600 3/0-500 MCM al 


HPQ 
1 1 





17 Ibs. 


HPR 

















ITEM CATALOG | QUAN. CATALOG | QUAN. 
NO. BOX NO. 








HANDLETIE: TypeQ TBQ 50 HANDLE PADLOCKING DEVICE: 
Type R38 TBR 50 For Type Q HPQ 
Type QP TBQP “50 For Type R38 or Type RC38 HPR 
TOP LINE LUGS: QP&QCP Breakers For single 350 thru 800 MCM 
For 15-60 Amp Breakers L-1570 25 lugs to replace double lugs on QLL 350-800 
(2 per package) QL Breakers 





FILLER PLATE: 
For 3 “Q” Breaker Spaces 





2 ë 


HANDLE LOCK-OFF: 
For Type Q HLQ 
For Type R38 or Type RC38 HLR 
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FP-3Q 


SYLVANIA 


DIMENSIONS, WEIGHTS 
APPROXIMATE DIMENSIONS AND WEIGHTS - 
NOT TO BE USED FOR CONSTRUCTION PURPOSES 












CATALOG wee ος FIG. NO. | GROUND BAR 
NUMBER WIDE DEEP | LBS LOC. 
was [5 [s [w [m | « | З 
umm — [° [n [m |з | n | 
wana — |" |w [w [m] в | З 
изе |n [v [m [в роз 
wawa [n |з p» [woe | з 

ML12(1624) 

ΜΙ 8121224) | 1 23 pou fw | ο΄ 3 
wanuna [и [n |v [m] з | 2 
wama (Гнів [sm [2 n — 
σημ wee [sets | r] —: 
wmm [и [s [+ [e | s] — 
mere ws: [m роз роз 
НУ 
ΒΜι 0748) 12% 624—2 1 
RML12(6-12) 818 | 12% | зэв | 0 | 2 | 2 
munem |o [м p» [s] s | — 
moms [эв [ж |w [w] «| —2 
mem [ose [з Цзи |w | «| — 
mamme |o [з fon |w рок |з 
званою |u Ів | |] з | — 





TLD 


TLF 


CATALOG 
NO. 
TLD 9 
TLF 5 


DESCRIPTION 


TUMBLER LOCK & KEY FOR DOOR 
125 amp-11” enclosure 
200 amp-12” enclosure 


NON-REVERSIBLE SCREWS FOR LUGS 25 
HOLD DOWN BRACKET: 
For ML12 Panels BQ-2 50 
2-Q Spaces 
GROUNDING BARS: 


(5414 - #6 Terminals-For RMLO7(4-8) 
(8414 - #16,(1)#4 - #2 Terminals 
For MLO7(2-4), MLO7(4-8) 
ML12(6-12), RML12(6-12) 
(88614 - #6,(1)#4 - 81/0 Terminals 
For Loadcenters thru 16 circ. 
Terminals-For Loadcenters 
over 16 circ. 


GB-05 50 
GB:081 25 


GB-L81 


GB-L183 

















CATALOG 
CASE 
mue ГИ [s Це |. 
was ен Це [m s w 
mus | ose [w [sev] 
ee [е | 
m ее а fo πα 
mum [www [ο 
ΠΕΠ 
-т fm |= [э [e 
== — [ew е [e [| 
шаш — [ws [в | 
эш [fe ts С 

_ | 0s [wo 

a КЕ ЧЕЛЕГИ [a 
аск | uw|> [sie [a 
WML12(6-12) 

WML 128-16) M nm "M КЗ 
ТИНИ ЗИ ЕСИ СИ 
12.5Х(5-10) |" |æ | зза 
205X(7-14) | 1218 | 2 | 378 
эш» | а [amla] σ΄ 
20.5X(12-24) 1218 378 | 29 7 





LOADCENTERS 


QR SYSTEM 


+ | G | G | N 


6 


ae COMBINATION FRONTS EXTEND v2 INCH BEYOND EACH SIDE OF BOX 


LOADCENTER ACCESSORIES, HUBS, LUG KITS 


GB-081 


DESCRIPTION 


MAIN LUGS-125 AMP 
KITS 150 AMP 
225 AMP 


SOLID NEUTRAL KIT 
HUBS: CLASS | 


CLASS II 
2" 


CLASS ΙΙΙ 
2 


ΠΡ 





114" 
11ο” 


дуг" 
1/2" 


дуг" 





CATALOG | QTY. 
NO. BOX 
ML12 5 


LK15 5 
LK22 5 
1 


10 


35-39 
35-36 
35-37 10 
35-38 


35-144 

35-45 

35-46 10 
35-47 
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LOADCENTERS | SYLVANIA 
QR SYSTEM 





ORDERING INFORMATION-LOADCENTERS 


SINGLE PHASE, THREE WIRE, 120/240, 120/208 VOLTS AC - 10,000 AIC 
INCLUDES COMBINATION SURFACE/FLUSH COVER 


MAIN LUGS ONLY - FACTORY INSTALLED 










MAX. MAX. 
MAIN 1-POLE 2-POLE COMPLETE DEVICES 
AMPERE SPACES SPACES INTERIOR, BOX & FRONT 






RATING 





3/4" | 3/8" | 3/4” | 3⁄8” 

Type | Type | Type | Type | INDOOR RAINPROOF 

Q RC38 | CATALOG ΝΟ. CATALOG NO. 
ML07(2-) 0 @ ML07(2-4)R 

MLO07(4-8)@ Ө RMLO7(4-8) 


а 
їз 
ML12(6-12)C 
m ML12(6-12CD RML12(6-12) 
8 | 
12 | 
8| 






ML12(8-16)C RML12(8-16) 
12 ML12(12-24)C RML12(12-24) 
RML12(16-24) @ 








ML12(16-24)C 





MAIN BREAKER - FACTORY INSTALLED 


MAX MAX 
MAIN | 1-POLE 2-POLE 
BRKR | SPACES SPACES 
TYPE | 34" | 3/8" | 3/4" | 3/8" 

Туре | Туре | Туре | Type 





COMPLETE DEVICE 














MAIN INTERIOR, BOX & 

AMP FRONT 

RATING INDOOR 
CATALOG 










NO. 
MB10(12-24)C 





Q R QC | RC38 


[ac [12 |2 | e [12 | 


MLB20(15-30)C 


CONVERTIBLE PANELS - FIELD INSTALLED MAIN LUGS OR MAIN BREAKER 


MAX MAX 
MAIN 1-POLE 2-POLE ` COMPLETE DEVICES 
AMB Ed BRKR | SPACES SPACES INTERIOR, BOX & FRONT 


TYPE I 3M" 3/8” 3/4" 3/8" INDOOR RAINPROOF 
Туре | Туре | Туре | Type | CATALOG CATALOG 
Q 





HUB | WIRE 
CLASS | DIAG. 
FIG. 
NO. 


Ως RC38 | ΝΟ. ΝΟ. 





R 
ә [a | e [v мовою | mann 
150 LK15 | QFP | 2 
Ce [w | | | мованьсою | amsa] Ө 
vas [κο] arp 5} 9 | | | мїёжзос | RMLB201530 z 
mw [e [o | | міваюючою | mrega 
[ж | | ю [memene] — — |нюзомом 3 
© ADD SUFFIX “SC” FOR SURFACE MTG. OR “FC” FOR FLUSH MTG. 
© NO DOOR 
Ө DISCONTINUED WHEN STOCK IS DEPLETED | 
© GC MAIN BREAKER #6 - #0 CU ONLY CIRCUIT BREAKERS, Pg 22 
Q ОЕР MAIN BREAKERS - #1-300МСМ CU/AL ACCESSORIES, Pg 25 


CATALOG 78/79 


LOADCENTERS 


SYLVANIA 
QR SYSTEM 















or Fig.4 
"wusacx WIRING DIAGRAMS P 
(FIELD INSTALLED) νο. 
κ΄ 
& POLE SPACES & POLE SPACES MAIN C/B or 
== {сш шшш ° 9 мила) 
-- EX Ci рев | 
n! Шага] co 
AT. ΝΟ. š 
MLB12(12-24)C b ope 
RMLB12(12-24) , | ac] о | R38 |RC38 
8—4 1 = 
гне 
+5 





(12-24) 


LENGTH 
SFR =н 

































(15-30) 
LENGT А 
242-12 9 ПЕРА а BREAKER ТҮРЕ |} T BREAKER TYPE 
Í = μή δ POLE SPACES 
SKN "lI Ες Έα πιο on 
ον, 1 1 2r! 
{ΕΞ J 
= А з 42 
A B ~ 
о Q | = 3 фе Т. 
RMLO7(4-8) | Tis MANOS o ah ἫΝ 
Pers Ы шты ‚ Γ 335 
ac] ο | R38 | RC- 
pa Же 6 11 + 6 
| { | [I pe я 12 
2 m 332 , Г m У 
4 
A = = с - ios 
i ке 9 
4 μα ~ 8 = 4 zi 
5 H A ic» 5 10 
3 [ EE 
“ЕЕ: Es 
=z 
4 pru —— MLB20(12 24)C . 
— 15 E 13 - 
LES 4 MLB20(12-24)CG zl 
EER M 8201228 “ΓΞ 
w{f-FRERS 0 RMLB20(15-30) 54Р171 
г" | 9. ΒΜΙΒ202040 — CAT NO: = 
? САТ. NO.: . NO.: 
= ML12(16-24 
et] f+ MLB20630-40) ML1216-24 [Γον τν 
13 [ше ай L12(1 ) 
ИГЕ ος Fig.8 
D) РИ 9. 
i = = 5 POLE SPACES 5 POLE SPACES CAT. ΝΟ. 
~ & POLE SPA . .. 
г LI Γη. MLB10(12-24)C 


MLB20(15-30)C 












(6-12) 
LENGTH 

(8-16) 
LENGTH 





MAIN C/B 100 AMP 
(FACTORY INSTALLED) 


BREAKER TYPE 
& POLE SPACES 
1 

1 


TY DA BREAKER TYPE 

AC & POLE SPACES 

i ER. 3 
2A ERE it? 


З Газа Гасзв | 





i κος, LENGTH {EFE T 
1 
{, E ы > 
ο ОРЕ ве s JF-ER тв 
"37929 EE 
10 II 19 — 10 d. = 158 
11 Е 2 n 9 = ой 
1 PN 18 
“ЕЕ Ek З.з 
S/N [)N ii 2111 
Рід. 5 RML12(é-12) ML12(1224cG ° L. 23—-42 
CAT. NO.: ML12(8-16)C RML12(12-24) si 
ML12(6-12)C _ML12(8-16)CG WML12(6-12)FCD S Ὃν 
ML12(-12)CD — RML12(8-16) WML12(8-16)FC 
ML12(6-12)CDG ML12(12-24)C WML12(12-24)FC 
CATALOG 78/79 
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LOADCENTERS SYLVANIA 
QR SYSTEM 





ORDERING INFORMATION - SPECIAL APPLICATION PANELS 
SINGLE PHASE, THREE WIRE, 120/240, 120/208 VOLTS AC - 10,000 AIC 


FEED-THRU - 200AMP SUB FEED LUGS FACTORY INSTALLED 
MAIN LUGS OR MAIN BREAKER FIELD INSTALLED 


































USE MAX 
MAIN ОЕР 1-POLE 2-POLE COMPLETE DEVICE WIRE 
AMP MAIN SPACES SPACES BOX,INTERIOR, FRONT MAIN LUG DIAG. 
RATING | BREAKER 34" | 3/8" RAINPROOF WIRE SIZE 

ORLUG Type | Type CATALOG CU/AL 

KIT QC | RC38 NO. 












3/4” | 3/8" 
Type | Type 
Q В 


GROUND BARS FACTORY INSTALLED-MAIN LUGS ONLY 




























MAX MAX 
MAIN | 1-POLE 2-POLE MAIN LUG 
АМР |spaces | spaces | COMPLETEDEVICE | wiRE SIZE GROUND 
BOX, INTERIOR, E 
RATING FRONT CU/AL 


INSTALLED 










CATALOG NO. 





3/4” | 3/8" | 3/4" | 3⁄8” 
Type | Type | Type | Type 
Q R QC | RC38 


12 | 3 | 6 | ML12(6-12)CDG 
16 | 4 | 8 |ML12816CG — | f4-f/O J 
12 |24 | 6 |12 |ML121224CG — | 





ο 
RISER PANELS - WIDE SIDE GUTTERS - 212” COMBINATION 
K.O.'S TOP AND BOTTOM - FLUSH FRONTS WITH COVER 


MAX MAX COMPLETE DEVICE 



























MAIN 1-POLE 2-POLE BOX, INTERIOR, MAIN LUG | WIRE 

AMP SPACES" SPACES FRONT WIRE SIZE 

RATING INDOOR CU/AL 
CATALOG 







3/4” | 3⁄8” | 3/4" | 3/8" 

Type | Type | Type | Type 

Q R QC | RC38 
1 3 








NO. 
6 |12 | з | 6 |WML12642FCD в _ 
125 | 8 | 16 | 4 | 8 | WMLI2616FC Ө | #4-#1/0 
12 |24 | 6 |12 |WML!Z1224FC 





RISER GUTTER TAP KIT - FIELD INSTALLED 
FOR USE WITH RISER PANELS 


CATALOG NO. LUG SIZE 


WML-20 Main riser - 1-350MCM per phase - lay-in-type - 3 per kit 
Tap lug - 1- #1/0 per phase - box type - 3 per kit 


@ DISCONTINUED WHEN STOCK IS DEPLETED 


CIRCUIT BREAKERS, Pg 22 
ACCESSORIES, Pg 25 


@ COMBINATION LAY-IN LUG BLOCK MAY BE FIELD INSTALLED d 


CATALOG 78/79 


SYLVANIA |LOADCENTERS 
QR SYSTEM 


\ WIRING DIAGRAMS 
Fig. 5 


FIELD INSTALLED 
MAIN LUG KIT 





BREAKER TYPE 
& POLE SPACES 























CAT. NO: Го [яз [ros | 
ML12(6-12)C Г 1: [e | Е Газа [ RC38 | 
ML12(6-12)CD ' == === 
ML12(6-12)CDG {FRF e 
ML12(8-16)C 4 1ш š 
ML12(8-16)CG ‚ҮЗЕ 
RML12(8-16) EE 
ML12(12-24C kawi plak, 
ML12(12-24)CG SUB MAIN Fig. 9 
RML12(12-24) 122 6 (12.24) CAT f — 
WMLI12(6-12F CD шә 1090 NO.: ΒΟ 38 
WML12(8-16)FC 14 TERE >, 1256100 
WML12(12-24)FC s | 1 Е 
то τς = зе 
18 — 9 — 
к» 5 
s T ES» 
21 4 - $24 
2-2 == 
2 трі d lim = 10 +s 
[ sw ри [ Sw ри 
A B 
9 9 L MAIN LUG KIT | |. ec] à | | R38|RC38 | 
і Ов 
R R TYPI REAKER TYPE Fi . 10 Fi ; 1 
—— nmm des ΝΟ: CAT. ΝΟ. 
E 12-5X(7-14)C 20.5X(7-14)C 
d R12-5X(7-14)L R20-5X(7-14) 
TE 
é 3 SUB MAIN FACTORY INSTALLED 
? 1 Qc RC-38 MAIN LUG KIT 
4 ic Q FIELDINSTALLEO || F^ роза 
s $25 πω 
1, ES "осо | 
2 1 
‚ { pud ! TT 
15 
"+ Fig.7 TE 
- CAT. ΝΟ. А γε 
(SUBFEED) MLB20(8-16)R-SL э + 


-- 
° 
m 


LUG KIT 





FACTORY INSTALLED 
LUG KIT 


BREAKER TYPE 
& POLE SPACES 





ML12(8-16)CG 


BREAKER TYPE 
& POLE SPACES 
1 1 
1 
2 






FACTORY INSTALLED 
LUG KIT 


- 





^o 





о соч OO BW N- 
> 


YW uou ы 


- 
о 
σι 


Fig. 12 


ΟΑΤ. ΝΟ. 
SM20-5X(7-14)C 
Fig. 14 
CAT ΝΟ. 
20-5X(12-24)C 
R20-5X(12-24) 
| Fig. 13 
САТ. МО:: 
20-5X(10-20)C 
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ORDERING INFORMATION 


SPLIT BUS - MAIN LUGS ONLY - FACTORY INSTALLED SUB-MAIN WIRING 
SINGLE PHASE, THREE WIRE, 120/240 - 120/208 VOLTS AC - 10,000 AIC 














BRANCH POLE 
































COMPLETE DEVICES 
SPACES 
TYPE RC38 SUB-MAIN BOX, INTERIOR, FRONT т і 
MAIN PROVISION B |DIAG. 
AMP MAIN @ | SUB MAX AMPERE CLASS| FIG. 
SECTION | SECTION NO. 
RATING | RC38 
2-POLE 
| 5 | о [|50ARC38 Ἢ 9 
= 70A 84 - #1/0. 
150 or 60A B © 
1 ; ' 1 
" 60A SM20-5X(7-14)C 12 
QCAL SUB-MAIN FACTORY INSTALLED 
TA #1/0- 44/0 
225 
125 


© SPACEFOR 5 DOUBLE POLE CIRCUITS PLUS 1SUB-MAIN © MAIN LUGS NOT INCLUDED - ORDER FROM TABLE Pg 25 


CIRCUIT BREAKER ENCLOSURES 
SURFACE MOUNTED -SUITABLE FOR USE AS SERVICE ENTRANCE 20-5X(5-10)C S2-225 





EQUIPMENT 120/240 - 120/208 AND 240 VOLTS AC - 10,000 AIC 


MAX. CATALOG CATALOG 
POLES |AMPERE | BREAKER NO. NO. © HUB 
RATING ТҮРЕ INDOOR |ВАІМРВООР [CLASS 


RC38orQC | MLO7(2-4)@ | м107(2-4)В | 





Р  MLO7(2-4R_ _ 

“oy [125 I 

| 25 | ОЕР |82226 | А52225 | I 

og | 49 | a X |s260 | |Rs240 X Ql 

Ө | во | Q [seco | 52600 | Qi 

3plus | 100 | Q2430 9910 |  |RS310 | I 

SIN | 25 | QFP |53225 II 

„„ | 40 αἱ |53600 X |RS340 | QN 

Ө | 6ο | a 196860 X |RS360 Qui 
NON-AUTOMATIC CIRCUIT INTERRUPTER В52-60МА 


2 | 60 |QCLL6ONA  FAC.INST. | RS2-60NA NONE 


Q INCLUDES HUB OPENING CLOSURE CAP 
@ ADD “SC” FOR SURFACE MTG OR "FC" FOR FLUSH MOUNTING 
@ FIELD INSTALLED INSULATED GROUNDABLE NEUTRAL - CAT. NO. 46SN 


RECOMMENDED TORQUE VALUES- 


FOR MAIN BREAKER OR MAIN LUG 
LOADCENTERS THRU 125 AMPS | LOADCENTERS 150-225 AMPS 








No. 14-8 AWG 20 in. - Ibs. No. 3-1 AWG 125 in. - Ibs. 
No. 6-4AWG 35 in. - Ibs. No. 1/0-2/0 AWG 150 in. - Ibs. 
No. 3-2/0 AWG 50 in. - Ibs. No. 3/0-4/0 AWG 200 in. - Ibs. 





250-450MCM 250 in. - 
500-750MCM 300 in. - 
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KNOCKOUT DRAWINGS 


MB10(12-24) 
MLB12(12-24) 


ML12(6-12) 
ML12(8-16) 
ML12(12-24) 
ML12(16-24) 
12-5X(5-10) 
12-5X(7-14) 





RMLO7(4-8) 
RML12(6-12) 








@ @ 
о (9.60 © 
(B) 2 © (9 


о) © 
Ὁ 



































Ὁ) о 109 
@ 
© 

MLB20(12-24) : 

MLB20(15-30) 

© мів202040) © 

@ 20-5X(7-14) 

@ 20-5X(10-20) 

20-5X(12-24) © 

©) 

Wo OIO 






RMLB12(12-24) 6.6.6 606 
RML12(12-24) Fia. 7 (9 
RML12(16-24) Ig © 










ο KNOCKOUT CODES 
B = 1⁄2 М = 114 - 11 - 2 
©) ©) ©) C = У» - 34 N = 114 - 116 - 2 - 210 
2380285 ras ΕΣ 
= 94 = pp. 2 
© © © © H = 34 - 1 - 114 Q =.11⁄2-2-21⁄2 -3 
| = 3⁄4 - 1 - 11⁄4 - 11⁄2 R=2 
MLB20(8-16)R-SL RMLB20(20-40) J=1 T = 2%%-3-3%-4 
RMLB20(12-24) | R12-5X(7-14)L L- 1-1%-1%-2 


RMLB20(15-30) ВЋ20-5Х(12-24) 
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LOADCENTERS SYLVANIA 























QR SYSTEM 
KNOCKOUTS 
OQO обо 
96 5 % ©в®с)О с) CONTINUED 









@ @ @ @ @ O 






MLB20(30-40) 


000000 


Oo 9999999 ooc9e ө ος 
оо 000 966 66956 
oe 9 cQ 969 © % 


RS2-400 
RS2-600 
RS3-400 
RS3-600 





CATALOG 78/79 











SYLVANIA | LOADCENTERS AND 
CIRCUIT BREAKERS 


IC SYSTEM 


FEATURES 


1. Convertible (main lug only or main breaker) 
IC loadcenters with combination 
flush/surface covers constitute a complete 
package. You get the right panel with the 
right cover every time. 

2. Solid one-piece bus has no heat producing 
joints. Costly call-backs to tighten 
connections are eliminated. 

3. A and B phase bus stabs are alternately 
positioned to assure the availability of 240 
volt circuits anywhere in the loadcenter. 

4. Type A double pole breakers have common 
trip in a 1” module. No cumbersome 
“QUAD” breakers are needed. 

5. A single pole breaker can be plugged into 
virtually any unused 1⁄2” space where 





AL12(8-16)C С. 





permitted by CTL. 8. 
6. Ampere ratings are molded into every Type 

A and C breaker handle for quick positive 

identification. A-120 2. 


7. Straight-in feed on 150 and 200 ampere 
panels eliminates the forming of heavy 
conductors. 

8. Spring adjusters allow the trim to 
automatically align with the breaker 
handles. No leveling screws are needed. 

9. Ample, finely tooled knockouts are built 
into every side of the enclosure. Knock-outs 
and twistouts leave burr free openings. 





IC NUMBERING SYSTEM 
ALB 12 (12 - 24) C 


ALB15(16-30)R 





AB = Main Breaker 
AL = Main Lug Only 


ALB = Convertible-Main Lug C = Combination Front 
or Main Breaker В = Rainproof 
3ALB = Three Phase Convertible FC = Flush Cover 
Main Lug or Main Breaker SC = Surface Cover 
3AL = Three Phase-Main Lug Only 
3AB = Three Phase-Main Breaker Maximum Number of Poles 
AX = Split Bus 


05 = 50 Amp Max 

07= 70 Amp Max 

10 = 100 Amp Max 
12= 125 Amp Max 
15 = 150 Amp Мах 
20 = 200 Amp Max 
22 = 225 Amp Max 


For current list prices refer to the Standard Distribution Price List #ANPL. 


Maximum Quantity of 1” 
Type C Circuit Breakers 
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LOADCENTERS SYLVANIA 
IC SYSTEM 


ORDERING INFORMATION - PLUG-ON CIRCUIT BREAKERS 






B g A2-130 


(2)А-120 Peso 


PACKED IN PAIRS 
TYPE A - 120/240 VOLT AC - 10,000 AIC 







































Νον-οτι © LOAD 
1-POLE 2-SINGLE POLES 2-POLE COMMON ТВІР | 2-SINGLE POLES 2-SINGLE POLES TERM 
AMPERE | 12” PER BREAKER 1” PER BREAKER 1” PER BREAKER 1” PER BREAKER 1” PER BREAKER WIRE 
RATING SIDE CLIP SIDE CLIP SIDE CLIP CENTER CLIP CENTER CLIP RANGE 
CATALOG NO. CATALOG NO. CATALOG NO. CU/AL 
15 | ans | - [|]  -. 
15/15 ШЕНИЕ ГУНИ A-1515N 
15/20 | w| р  . .. 
20 | | am | - [| ||| 84 
20/20 | — | A | A-2020N THRU 
30 | A35 | am | (- | LJ |^ 
30/20 |  -—-— ]l]l | - | am |... 
40 | aw | axo | - Р 
50 | πο | Am | = ] . 
CARTON 
QTY. 
C-2100 C-350 
— on 4 — 3" — 





LOAD 
1-POLE 2.POLE 2ροιε Ө 3POLE TERMINAL 

AMPERE | 1" PER BREAKER 2" PER BREAKER | 2" PER BREAKER 3" PER BREAKER | WIRE 
RATING CATALOG NO. CATALOG NO. CATALOG NO. 240 VOLT RANGE 
CATALOG NO. CU/AL 

15 о у 
о #14- 
C-130 созо Ө 330 #4 


eh 

2 

о 

N 

| 

+ 

N 

2 
оооу 
5 | ë 


С-270 С24-270 С-370 #4- #110 


o REPLACEMENT PURPOSES ONLY - NOT TO BE USED FOR NEW CONSTRUCTION 
RATED 5,000 AIC WHEN USED IN 3 PHASE GROUNDED LEG SYSTEMS 
FOR SWITCHING DUTY RATED BREAKERS ADD SUFFIX "SWD" 
FOR SWITCHING NEUTRAL ADD SUFFIX “SN”, FOR ISOLATED LINE TERMINAL ADD SUFFIX “WH”. 
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`$УШ/АЛПА | LOADCENTERS 


ORDERING INFORMATION - PLUG-ON А 
G.F.C.I. 


BREAKERS - 10,000 AIC 


GROUND FAULT LOAD TERMINAL 
INTERRUPTER WIRE RANGE 
120 VOLTS CU/AL 
CATALOG NO. 


HAGF-15 
HAGF-20 


ы 


* 
Type HAGF ground fault circuit interrupter HAGF-20 
circuit breakers (GFI) combine a sensitive 
current transformer and a solid state 
electronic amplifier together with a thermal 
magnetic circuit breaker. They provide thermal 
overload protection; instantaneous magnetic 
trip for short circuits; and current transformers 
to measure any currents that do not return on 
the intended circuit conductors such as 
currents returning via ground. 












AMPERE 
RATING 













CARTON 
QTY. 








Manufactured by Sylvania, they meet or 
exceed U.L. standards 489 (circuit breakers) 
and 943 (ground fault circuit interrupters), and 
will trip at 5 milliampere plus or minus 1 MA. 
To prevent nuisance tripping present 
production incorporates protection against 
"transient surges" (Voltage spikes and radio 
frequency interference.) 


MAIN CIRCUIT BREAKERS 


TYPE C, QFB AND QFBL - 10,000 AIC 


2-POLE 2-POLE 3-POLE 
PLUG-ON BOLT-ON BOLT-ON 
120/240 VOLTS | 120/240 VOLTS | 240 VOLTS 




















CATALOG NO. | CATALOG NO. | CATALOG NO. | CU/AL 


IC SYSTEM 


ND MAIN CIRCUIT BREAKERS 


TYPE A CIRCUIT BREAKER 
INSTALLATION INSTRUCTIONS 


SINGLE POLE BREAKERS 


Two single pole breakers are packed in pairs 
for convenience. These breakers are alike 
except for the position of the plug-on clip 
which connects the breaker to the bus stab in 





the panel. | _ 
рано 
PucoNcue | СШ = | Кр 

ТО INSTALL: LINE ЕМО LOAD ЕМО 


Hook load end ої бгеакег under the hold-down 
tab in the panel. Press line end of breaker 
down so that the plug-on clip slips over bus 
stab. Insert breakers by pairs for easier 


installation. BUS STAB HOLD-DOWN 





LEFT HAND 


When required, breakers may be installed 
between bus stabs as illustrated in drawing 
below. BUS STABS HOLD-DOWN 


TABS 






LEFT HAND 





RIGHT HAND 


IMPORTANT NOTE: 


These circuit breakers conform to Section 384- 
15 of the 1975 National Electric Code. Install 
only in panel positions having bus stabs with 


notch. 
И 


NOTCHED 
BUS STAB 


UNNOTCHED 
BUS STAB 


LINE 
TERMINAL 
WIRE RANGE 





9 | onn | = | -— | 

9 | cao | — |  -— | м-н 
10 | ceto | - | -= | 

1225 | ο | QrFBj22 | — | 

150 | — | arB:102 | QFBL-1503__ 

200 — #1-300МСМ 
25 | — | -— | QFB-253 | 
CARTON 


FOR REPLACEMENT PURPOSES ONLY, !N 3 PHASE LOADCENTERS 
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LOADCENTERS | SYLVANIA 
IC SYSTEM 





ORDERING INFORMATION - LOADCENTERS 


SINGLE PHASE, THREE WIRE, 120/240 VOLTS АС, - 10,000 AIC 
INCLUDES COMBINATION SURFACE/FLUSH COVER 


MAIN LUGS ONLY - FACTORY INSTALLED 


MAX. 





MAIN 1ΡΟΙΕ PO! COMPLETE DEVICES WIRE 
AMPERE SPACES πμ μα DIAG. 


RATING T Vo" FIG. 
TYPE | TYPE INDOOR RAINPROOF NO. 
C A CATALOG NO. CATALOG NO. 


AL05(2-4)S © ALO5(2-4)R #12 - #4 


12 " 
TYPE 
A 





| 
1 ALo7(2-4) 90 ALO7(2-4)R 


sy 
LE 
#12-1/0 AL 
16 | 4 | дав O | 
ΜΚ 
в 
[ в 





AL12(8-16)C AL128-16)R Ө 


12 
79 
- 
[2 | 
зо | 


Los 
Μα 
ΠΗ͂ 
WENN 


κ ВЕ 

гв. "= 

BE M 

#1/0-410 

| 8 | дів203040 @ | - | #U0250MCM | 
пен 
NENNEN 


#6 - #1 


#1-250MCM 


мол ol a; on; + + + 


L8. 






— 


Le pem [ — 


AB20(30-40 Ө 


BREAKER 
TYPE 
C 


MAIN 
BREAKER 
TYPE 

QFB 













100 

















оо 


= 
N 


200 


MAIN USE MAIN | керы ү WIRE 
AMPERE | LUG BREAKER ‚ BOX & FRONT HUB | DIAG. 
RATING | KIT RAINPROOF CLASS | FIG. 


CATALOG NO. CATALOG NO. NO. 


ALB12(8-16)C ALB12(8-16)R #12 - #1/0 11 
ALB12(12-24 ALB12(12-24)R 11 
(12.24С 2(12-24) M6 - #210 











[a ө] 
urmara | 

з | s аваас | o | 

- — Ll a| s] o| -aano Kim 
| | m | s | v (маю αν χα 

e | о |ALB200224C | asaan = 

Ою [зз [neogo | aean — _ NS 

о | u | same 9| ислән 


© WITHOUT DOOR @ ADD SUFFIX “S” FOR SURFACE MOUNTING OR “F” FOR FLUSH MOUNTING 
@ DISCONTINUED WHEN STOCK IS DEPLETED 





© USE HUB ТҮРЕ: CATALOG NO. SIZE 
RX-100 1” 
RX-125 1%" CIRCUIT BREAKERS Pg 34 
RX-150 112" ACCESSORIES Pg 40 
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LOADCENTERS 


SYLVANIA | 
IC SYSTEM 







WIRING DIAGRAMS | 
: Fig. 4 ч ^ 
чої w CAT. NO'S.: ο 
E AL12(6-12)C gan 
Fig. 3 | INI AL12(6-12)CD = 
ors. Ш aeae DEBER D). 
Wes sp τε ου”... РЕБРО == Ез | 
AL05(2-4)R (8-16) ER — =. 
AL05(2-4)SG €— 
| 5 Í FIELD INSTALLED 
ΜΉ | | ГБ" аныш 
| | | | FACTORY INSTALLED | | “е 
| | Сюе T | FACTORY INSTALLED 
[32 [c aj] [LX-ISLa: À az Je] ^ 11Ο EI T 
AL12(8-16)C Cae EL 5 : 
CA [c] «2 У Lx | --iE = 
= EE = 
4 шип К=з. 
== EHI 
Fig. 5 == гу | = 
CAT. ΝΟ5. : κ lege E= 
ALB15(16-30)C 7 US E: 
ALB15(16-30)R = - T E 
ALB20(16-30)C = =. 
ALB20(16-30)R к= = E 
Б ==: 
=] 
Fig. 6 





САТ. NO.: 





FACTORY INSTALLED 
200 AMP MAIN C/B 


BREAKER TYPE & 
POLE SPACES 


LA? ІСІ ^ | 











NEUTRAL 


ә 


ШШ ШШШШ 


ч 





BEN з 
Fig. 19 е 
ALB15(16-30)R ALO7(2-4) е 
| | = А-2 pole 
= = Conly 
— = AorC To ë 
rm AB20(30-40)F 
CAT. NO’S.: АВ20(30-40)5 








САТ. МО.: 


САТ. NO’S.;  ALB20(20-40)C 
ALB20(12-24)C ALB20(20-40)R 
ALB20(12-24R  ALB15(12-24)R 





Co = η 
ue Fig. 7 
CAT. ΝΟ5. 
ALB20(30-40)F 
ALB20(30-40)S 









" mancon CAT. ΝΟ. 
B ajo “> = (FIELD INSTALLED) AB1 0(1 2-20)C 
- Ей | 12-24) 
ZO | 
Lj 
n * 
CIONN Fig. 11 
CAT. NO'S.: | ALB12(8-16R 


ALB12(8-16\C ALB12(12-24)C 
ДІВ12(8-16)СС ALB12(12-24)R 
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LOADCENTERS | SYLVANIA 
IC SYSTEM 





ORDERING INFORMATION 


LOADCENTERS FOR TYPE “C” BRANCH CIRCUIT BREAKERS 
SINGLE PHASE, THREE WIRE, 120/240 VOLT AC-10,000 AIC 


MAIN LUGS ONLY . Factory INSTALLED 























MAX. MAX. 
MAIN 1-POLE 2-POLE COMPLETE DEVICES 
AMPERE | SPACES | SPACES INTERIOR, BOX & FRONT 
RATING | 1" p 
ТҮРЕ C TYPE C INDOOR RAINPROOF 
BREAKERS | BREAKERS | CATALOG NO. CATALOG NO. 
| 1 | 6 |AL121242C AL12(1212R © 
| 16 | 8 j|AL121619C 9 AL12(16-16R © Ө 





CONVERTIBLE PANELS - FIELD INSTALLED MAIN LUGS ONLY 
(USE TL12-2 LUG KIT) OR MAIN BREAKERS (2-POLE TYPE C) 


ра ож | wo ALB12(20-20)C ALB122020R @ | 610 cu ΚΠ“ 19 


MAIN CIRCUIT BREAKERS . FACTORY INSTALLED 





SPECIAL APPLICATION PANELS 


FACTORY INSTALLED GROUND BARS - SINGLE PHASE, THREE WIRE - 
120/240 VOLTS AC, 10,000 AIC 





MAX MAX. 
MAIN USE USEMAIN | 1-POLE 2-POLE COMPLETE DEVICES 
AMPERE | LUG BREAKER | SPACES SPACES INTERIOR, BOX & FRONT 
RATING | KIT 


TYPE| TYPE INDOOR 
C A CATALOG NO. 


1 AL05(2-4)SG 
4 6 | ALB12(8-16)CG 





Yo" 
TYPE 
A 
50 | incl. | — | 2 | 4 | 
125 |T422| с | 8 | 16. 











Е #14 - #4 15 
MAIN BREAKER . FACTORY INSTALLED 
MAX. MAX. i COMPLETE DEVICES _ mu m 
MAIN 1-POLE 2-POLE INTERIOR, BOX & FRONT MAIN WIRE 
AMPERE SPACES SPACES LUG DIAG. 
RATING f^ 1⁄2” 1” 1⁄2” WIRE FIG. 
TYPE | TYPE | TYPE | TYPE INDOOR SIZE NO. 
С А б А CATALOG NO. CU/AL 
oo e || aj] o 481081006 | uu 8 
_ 12 6 6 | AB100220CG — = мо 
255 16 28 8 12 AB15(16-30CMH Ө 16 
6 ο AB2012-24ACMH ә 
m ре рим | в AB200220CMH @ ο. ο. 
16 28 8 | 12 .. АВ20(16-30СМН Ө | 16 
a 40 18 AB202040CMH @ — 18 


Q DISCONTINUED WHEN STOCK IS DEPLETED Q BOTTOM FEED-MAIN IS LOCATED AT BOTTOM OF PANEL 
Q NOT APPROVED FOR SERVICE ENTRANCE 
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AL12(12-12)C 





AB10(16-16)C 





ALB12(8-16)CG 





SYLVANIA | LOADCENTERS 
IC SYSTEM 


WIRING DIAGRAMS | ] = A2 pole 
= C only 


= AorC 


Fig. 1 

CAT. NO'S.: 
АХ12-4(8-14)С 
AX15-4(8-14)C 





ЕЗ. САТ. NO.: 
AX20-5(12-20)C 





































i RS us Гр. 
. sess ; NAN Fig. 18 
| САТ. NO.: 
Hm= ES: AB20(20-40CMH 
H =E: === С = b 
E ==: kë — == — 
= S| | CIEN 
E E |, | Ра = 15] 
ETE р Рене ЛЕН 
ETE CFR HA 
Е ЕЧ: CAT. Νο: Ей к= = | EH. E 
ЕУ — ==: АВ10(12-20)Сб EN ER = 
Fig. 13 = = : == 15] 
CAT. ΝΟ. ΙΙ | e Ji УУ ` | 
АВ10(20-20)С Ми E ^ В . PEN ы 
АВ10(16-16)С - 
AB10(12-12)C Fig. 15 
САТ. МО: L———1 й 
AB05(2-4)SG I 
BG 
ΓΡ πι | — 
Е T a = : ка | FIELDINSTALLED 
Ea CHEE jan 
milk na == 
KM... TL BEES 
=== 
Hi е E 
Fig. 16 Fig. 19 
CAT. NO'S.: CAT. ΝΟ. CAT. МО'8.: 
AB15(16-30)CMH AB20(12-24)CMH ALB12(20-20)C 
AB20(16-30)CMH ALB12(20-20)R 
CATALOG 78/79 
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LOADCENTERS SYLVANIA 
IC SYSTEM 





ORDERING INFORMATION - SPECIAL APPLICATION PANELS 


SPLIT BUS - MAIN LUGS ONLY - FACTORY INSTALLED SUB-MAIN WIRING 
SINGLE PHASE, THREE WIRE, 120/240 VOLTS AC 10,000 AIC 


FACT. 





















МАХ. 2-POLE | МАХ. 1-POLE 















MAIN INSTALLED | MAIN LIGHTING WIRE 
AMPERE SUB-FEED SECTION SECTION INDOOR DIAG. 
RATING CABLE J] Ve" |1" 1⁄2” CATALOG NO. FIG. 
SIZE ТҮРЕ | ТҮРЕ | TYPE TYPE NO. 

C A C A 





АХ12-Д8-14С 
| 8 | 14 |АХ154814С @ | #10-#40 
АХ20-5(12-20)С 1-250МСМ 







Ө DISCONTINUED WHEN STOCK IS DEPLETED 





























AX20-5(12-20)C 
ACCESSORIES 
SINGLE & THREE PHASE IC LOADCENTERS 
DESCRIPTION CATALOG NO. | CTN. QTY. WT. 
Hubs - 
Class І - 34" 2 
1” 2 
14" 2 
1%" 2 
Class || - 114" 2 
112" 2 
2" 2 
210" 2 
Class III - 115" 3 
2" d 
2%" 3 
3" 3 
40 CIRCUIT CARD DIRECTORY - 3 f 1 
DOOR LOCKS: 
Use on 125 amp panels 5 
Use on 200 amp & 3 phase 
panels 1 
FILLER PLATE-ONE = 4-12" spaces 5 
LUG BLOCK - 2 pole 5 
125 amp main or sub-feed - 3 pole 
GROUND BARS: CU/AL 
8terminals #4 - #14 
6 terminals 46 - 414 GB-L81 
1 terminal #4 - #6 4 GB-081 
2 terminals #1 - #4 
18 terminals #6 - #14 
1 terminal #4 - #6 { 
2 terminals #1-#4 
Padlock Device - 5 5 
25 5 
Handle Tie Bar - 50 ‚5 
50 5 
Handle Lock Off Type A & C LO-AC | 5 | 1 
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APPROXIMATE DIMENSIONS & WEIGHTS - 


NOT TO BE USED FOR CONSTRUCTION PURPOSES 
NO. 









































SYLVANIA LOADCENTERS 


IC SYSTEM 


NO. 
































































































































































































































































CATALOG DIMENSIONS K EQUIP. CATALOG DIMENSIONS KO. | EQUIP. 
NUMBER | WERNI GROUND NUMBER I WEIGHT | FIG. | GROUND 
WIDE | HIGH | DEEP No. | BAR WIDE | HIGH | DEEP NO. | BAR 
LOC. LOC. . 

AB05(2-4)SG 518 | 7 | 278 1 1 AL12(16-16)R | 1218 3718 6 3 
AB10(8-16)C & CG τι 14 33/4 2 3 ALB12(8-16)C & CG 11 33/4 2 3 
AB10(242€C - f Р 17 33/4 2 3 ALB128-169R | 1218] 1 | 3718 6 3 o 
AB10(12-20)C & CG 11 17 33/4 2 3 ALB12(12-24)C 11 33/4 δ 3 
AB10(16-16C — — 11 20 33⁄4 | 2 " ALB12(12-24)R 12 1/8 37/8 6 3 
AB10(20-20C 11 23 33/4 2 3 ALB12(16-24)C 334 | 2] 3 _ 
AB20(12-24C | 3 4 ALB12(20-20)C 33/4 2 $ _ 
АВ20(16-30)С 3 4 ALB12(20-20)R | 37/8 6 3 _ 
AB20(20-40)C 3 6 ALB15(12-24R | 14 | 2 4 9 a 
АВ20(30-40)С - 8 4 ALB15(16-30)C 37/8 3 4o 
ALONZ4SG ——— 1 1 ALB1516-30R Ἢ 9° 3 
ALOZ4R — — 10 1 ALB201224C | 1218 ИС FN 
ALO7(2-4) —— 4 с  ALB20(12-24R 9| 3. 
ALO7(2-4)R ` 7 = ALB20(16-30)C 3] 4 | 
AL12(6-12)C ἃ CD 5 1 ALB20(20-40)C . 6. 
AL126-12R — 6 2 ALB(20-40)R _ 
Αἱ 12816 Ἢ 5] + ALB20(30-40)C E _ 
AL128-16)R Ἢ 6 AX12-4(8-14)C 3] 4 _ 
AL12(12-12)C 2 AX15-4(8-14)C 4 
AL120242R 6 AX20-5(12-20)C 4 
AL12(16-16)C 2 






KNOCKOUT DRAWINGS 





KNOCKOUT CODES 
В = y” 
ο = τὸ - 3" 
D = %-%-1" 
E = -%-1-1%" 
F = 3" 
G = %-1" 
H = 34-1-14" 
| = %-1-1%-1%" mI 
J = Т" 
K = 1-1%-1%" 
M = 1% - 10 - 2” 
N = 14-10 -2 - 21⁄2” 
О = 1% -1%-2-2%2 - 3” 
T = 2%-3-3%-4" 
| Fig. 2 
Fig. 1 
-— CAT. NO’S:: 
pellis: AL12(12-12)C 
AB05(2-4)SG AL12(16-16)C 
μαυρη ALB12(8-16)C 
ALB12(8-16)CG 
ALB12(12-24)C 
ALB12(16-24)C 
ALB12(20-20)C 








AB10(8-16)C 
AB10(8-16)CG 
AB10(12-12)C 
AB10(12-20)C 
AB10(12-20)CG 
AB10(16-16)C 
AB10(20-20)C 
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KNOCKOUT DRAWINGS 


AL12(6-12)C 
| AL12(6-12)CD 
Fig. 4 AL12(6-12)CG 
AL07(2-4) гу 


Fig. 3 
ALB15(16-30)C 
AB20(12-24)C 
AB20(16-30)C 
AB20(20-40)C 
ALB20(12-24)C 
ALB20(16-30)C 
ALB20(20-40)C 
AX15-4(12-20)C 
AX20-5(12-20)C 
AX12-4(8-14)C 


AL12(8-16)C 


ο 
Θ 
© 
Θ 

























Fig. 8 
AB20(30-40)C 
Fig. 6 ALB20(30-40)C 
AL12(6-12)R 
AL12(8-16)R 
AL12(12-12)R 
AL12(16-16)R 
ALB12(8-16)R 
ALB12(12-24)R 


@@@ OOO 0060 _ 000 
ga ὁ o9 9 999 


Fig. 9 

ALB15(12-24)R 
ALB15(16-30)R 
ALB20(12-24)R 
ALB20(16-30)R 
ALB20(20-40)R 








Fig. 10 
ALO5(2-4)R 
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SYLVANIA LOADCENTERS | 
THREEPHASE Ἢ 


WIRING DIAGRAMS, DIMENSIONS & WEIGHTS 








SALL22(12-24)C 





3ALB12(12-24)C 









- 


e 


POLE SPACES 
L^: Tel ^ | 


1 










š 
Fig.3 : 
" CAT. NO'S: " 
s 3AL20(30-42)C " 

, 3AL20(30-42)R 
3AL22(30-42)C з 


3AL22(30-42)R 
Fig. 4 » 


CAT. NO'S.: 
3AL20(42-42)C 
3AL22(42-42)C 5 


3 


& 


= 
= 
= 
= 
= 
= 
= 
= 
= 
= 
= 
= 
= 
= 
= 
= 
= 
= 
= 
= 
= 





| DIMENSIONS | KO. WIRE | DIMENSIONS KO. WIRE 
3ABISGO42C | м | 30 | ме] м | 2 | 5 | змес ΑΜ зв | 2 | 3 
3AB20G042C | м | 30 4 | м | 2 | 5 [aoma | ufaj] з | з | 3 
3AB224242C | 14 | 40 | 4. | 57 | 2 | в |32024c | м| | «| a | 2 | 4 
а ||| παπα |w[s|iw| з | 2 | з 
3AB203042R | м | 96 | 44 | 52 | з | 5 |3A24R | w|S|4^| 4 | з | 3 
3AB224242R | 14 |40 | 4 | 5 | з | в | загас | між 4 | 2 | 4 
3AB204242C | 14 |40| 44 | 48 | 2 | в |3AB224 | αἰ 22] 44| м | з | 1 
museo | ulafen) з | 2 | o anna πώ з | т | 3 
3AL152442C | м|з|#] 35 | 2 | 2 |38Ñu244 ΙΑ 2 | 2 | 7 
σος πα e | з | 2 [sumen | «| otf an] з | 2 [в 
soc |w|s|a| s | 2 | 2 | || | | | | | 
= A2 pole Fig. 2 — ^ С " pure 
= coy WESS. LER 
“злс WR = 

Fig. 1 

CAT. NO'S.: 

3ALB12(12-24)C 

3ALB12(12-24)R 
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WIRING DIAGRAMS 


Fig.5 


CAT. NO’S:: 
3AB15(30-42)C 
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САТ. NO'S.: 
3AB20(42-42)C 
3AB22(42-42)C 
3AB22(42-42)R 


POLE SPACES 


[2 


|] = A-2 pole 
Е- = С only 
E А ог С 
Fig. 7 
САТ. МО.: 
3ALL22(12-24)C 
A’ В C 
ΠΠ 


BREAKER TYPE & BREAKER TYPE & 
POLE SPACES POLE SPACES 
LAE БЕ. A eal LA ISIL MI 
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SYLVANIA | INSTANT SERVICE PANELBOARDS 


AND SWITCHBOARDS 


IN-STOCK PANELBOARDS AND SWITCHBOARDS 


HDML & HDMB 
INSTANT PANELBOARDS 


Product Description: A heavy duty power 
loadcenter available for immediate delivery. 
No drawings, factory orders, processing or 
Scheduling required. Each panelboard is 
packaged in its own carton. Q system plug-in 
branch breakers are field installed in ratings 
from 15 thru 225 amperes. HDML panels 
include main lugs. HDMB, 600 amp panels, 
require field installed type QL main breakers. 


Specifications: Two 600MCM cu/al main lugs 
per phase. Enclosures are code gauge 
galvanized steel. Doors mounted with 
continuous piano hinge are provided with 
flush type Yale combination catch and lock 
with 2 keys. Top and bottom wiring gutters are 
8", and side gutters have a 4" minimum. Type 
Q and QC breakers require one space per 
pole. QFP require two spaces per pole. Panels 
are offered for both single and three phase 
applications. 





Instant Switchboard 


E 
£ Ε 
LE 
Li 





HDML 


INSTANT SERVICE SWITCHBOARDS 


Product Description: Sylvania convertible 
service and distribution combination 
Switchboards are fully bussed, with or without 
meter socket and current transformer 
compartment. QSF-C fusible main switches 
are U.L. approved for use in systems capable 
of delivering 100,000 RMS symmetrical 
amperes fault current. Switchboards contain a 
section for a branch circuit distribution panel, 
which along with plug-in breakers, 15 thru 225 
ampere, can be field installed at any future 
date to convert the service section into a 
service and distribution combination 
Switchboard. (30 Q space cap.) A load side 
wireway compartment for branch wires can be 
added to the side; an Underground Pull 
section can be added or both can be supplied 
when required. 


Specifications: Dead front and rear, code 
gauge sheet steel construction. Main 
disconnect is type QSF with rotary operating 
handles. Two 600MCM cu/al main lugs рег 
phase. Type Q and QC breakers require one 
Space per pole. Three phase distribution 
panels have provisions for two type QFP 
breakers. For other combinations, adapter 
blocks can be used to convert this 
arrangement. 


For current list prices refer to the Standard Distribution Price List &ANPL. 
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INSTANT SERVICE PANELBOARDS | SYLVANIA 
AND SWITCHBOARDS 


ORDERING INFORMATION -INSTANT PANELBOARDS 
HDML - MAIN LUGS ONLY - 120/240 VOLTS A.C. 
SHIPPING 


RAINPROOF - 
INDOOR-SURFACE | PROVISION FOR 
2 CLASS Ill HUBS WEIGHTS 
CATALOG NO. CATALOG NO. INDOOR-OUTDOOR INDOOR | RAINPROOF 
WIDE | HIGH | DEEP | 


SINGLE PHASE, 3 WIRE 
dna HDML40-24SC RHDML40.24 21 40 8 100 
42 HDML40-42SC RHDML40-42 21 40 8 108 

- HDML60-24SC RHDML60-24 21 40 8 100 

HDML60-42SC RHDML60-42 21 40 8 108 
THREE PHASE, 4 WIRE 

3WHDML40-24SC R3WHDML40-24 21 40 8 

3WHDML40-42SC R3WHDML40-42 21 40 8 
ΜΝ 3WHDML60-24SC R3WHDML6024 

3WHDML60-42SC R3WHDML6042 


HDMB - MAIN BREAKER, FIELD INSTALLED - 120/208 VOLTS AC 


SINGLE PHASE, 3 WIRE 
600 a2  |HoMBe4xC | - | 2 | j| в | w | - 
THREE PHASE, 4 WIRE 

со | 42 | 3WHDMB6042SC = л ре | 85 | w | — 


ORDERING INFORMATION- INSTANT SWITCHBOARDS 
TYPE BSS SERVICE & DISTRIBUTION SWITCHBOARD - WITH METER SOCKET 


AMP 
PHASING | RATING| INDOOR-90H, 30W, 140 | RAINPROOF-90H, 35W, 27D | SOCKET 
CATALOG NO. CATALOG NO. O 
19, 3W, SIN | 400 | BSS40C-3SNR RBSS40C-3SNR 
| 600 | BSS60C-3SNR RBSS60C-3SNR 


ЗӢ, ΔΝ, SIN BSS40C-4SNR RBSS40C-4SNR 
BSS60C-4SNR RBSS60C-5SNR 


TYPE CBSS SERVICE AND DISTRIBUTION SWITCHBOARD 


- WITHOUT METER SOCKET 
16, 3W, SIN | _400 | CBSS40C-3SNR 


600 | CBSS60C-3SNR RCBSS60C-3SNR 
зӣ, 4w, SIN | 400 | CBSS40C-4SNR RCBSS40C-4SNR 
| 600 | CBSS60C4SNR RCBSS60C-4SNR 


@ CONDUITS MUST BE LOCATED WITHIN THE BACK 14” (SECTION DEPTH) AREA OF THE PAD. 
NOTE: A. FUSE CLIPS FOR STD. CLASS H FUSE: 400A FCH 32C | МО СНАВСЕ 
600А ЕСН 32С 
В. LOAD LUGS FOR SWITCH WHEN PANEL KIT IS NOT USED: 400A & 600A-LL3C-NO CHARGE. 
С. 3, 4 WIRE CONVERTIBLE TO 3, З WIRE WITH FIELD MODIFICATION KIT. 


ACCESSORIES 



















AMPS 
MAIN 
LUGS 


MAX 
POLES 
BRANCH 







































SERVICE 
VOLTAGE 


120/240 





120/208,120/240 
















120/208,120/240 








DESCRIPTION CAT. NO. DESCRIPTION CAT. NO. 
Three Phase Adapter Blocks: Underground Pull Section: 
To convert 12 poles of Q 12V2"W x 90"H x 14” D UG1290 
breaker spaces into two 2 3WHDML-QFP 25"W x 90"H x 14"D UG2590 
or 3 poles of 225 amp QFP Rainproof 
breaker spaces. 14"W x 90"H x 27"D RUG1490 
24"W x 90"H x 27"D RUG2490 
To convert 6 poles of 225 Meter Socket Kits 
amp QFP breaker spaces 3WHDML-QC 6th Jaw Only MT6J 
into 12 poles of Q breaker 7 Clip Socket TWK-7 
Spaces. 8 Clip (Incl. 1 closing plate) TWK-8 
Distribution Panel Kit 13 Clip (Incl. 2 closing plate) TWK-13 
(Field Installed) 400 or Type “ey Meter Doors 
600 amp - 30 Q branch (Refer utility requirements) 
breaker spaces. Includes 8 clip meter socket. |  08-1530-5 
Single Phase, Three Wire HDK30-3W 15"H x 30" W 
Three Phase, Three or "A" Base Meter Doors 
Four Wire HDK30-4W (Refer utility requirement) DR-3030-A 
Load Side Wireway ἜΚ 
7V2"W x 90"H x 14” D BSS-LW 
Lug Landing-Single Phase BSS-3WLL 
Three Phase BSS-AWLL 
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SYLVANIA | METERED SERVICE PEDESTALS 


COACHMAN II 


COACHMAN II METERING EQUIPMENT 


CONTENTS 

Product Features. .................. Pg 50 
Numbering System ................. Pg 52 
Ordering Information & Dimensions....Pg 53 
Accessories ....................... Pg 55 
Replacement Parts.................. Pg 56 


PRODUCT DESCRIPTION 


The Coachman I[ line of meter and service 
entrance equipment is a modular design 
which includes power pedestal, power outlet 
panel and power fittings, and takes the 
guesswork out of bringing service into your 
park. In addition to mobile home parks, 
Coachman II is suitable for application in 
construction site service entrance, street 
lighting, sprinkler systems, and remote sign 
lighting. Installation of Coachman T is a “опе 
man job." 


PRODUCT SPECIFICATIONS 


Ratings: 19 -3W, 120/240 - 120/208 volts AC. 
Engineered for 125 Ampere or 200 Ampere 
underground service at 10,000 Amps Α.Ι.Ο. 


U.L., Inc: The U.L. File Number for 
Coachman IL is E 30895. All units are listed as 
Suitable for use as mobile home or temporary 
site service entrance equipment. 


Meter Socket: Meter sockets conform to U.L. 
spec. 414 and AEIC/EEI publication MSJ-7. 
Sockets are 4 jaw continuous duty rated with 
provisions for field installation of a 5th jaw at 
the 3, 6 or 9 o'clock position. Socket base is 
phenolic and meets U.L. 175 minimum 
comparative tracking index. 


Construction: Power panel is constructed of 
16 gauge phosphate treated steel with a 
baked acrylic enamel finish. The power 
pedestal is 14 gauge galvanized steel with the 
same baked acrylic enamel finish. Pedestals 
are ventilated and do not require a vapor 
barrier. Twin #2 to 350MCM сига! lugs рег 
phase are provided and are suitable for loop 
feed. Additionally, line and load connections 
to the meter socket are bussed for greater 
dependability. 








TPMA-100-48 


Ground Fault Protection: Ground fault circuit 
breakers, wired to a 20 Ampere, 120 volt, 
duplex outlet, are provided for the protection 
of personnel. This protection meets National 
Electrical Code requirements for GFCI 
protection of outdoor circuits. 
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METERED SERVICE PEDESTALS | SYLVANIA 
COACHMAN П 





FEATURES 


1. Install your power pedestals when you 
install your service cables. 


2. Upon activating sites, you can instantly 
accomodate your tenants power 
requirements with 125 or 200 amp power 
outlet panels. 

10. 3. As tenants come and go, simply add to or 
replace power fittings. No internal 

А electrical modifications ог connections 

need їо be made. 





4. Provisions for utility seal on meter socket 
cover and incoming line compartment 
cover. 


5. Lockable cover over receptacle section 
prevents accidental loss of service. 


6. Pedestals have TV and telephone terminal 
mounting bracket installed as standard. 


7. Pedestals are ventilated and require no 
vapor barrier. 


8. Ground level is clearly marked on pedestal 
for easy installation. 


9. All units have ring type meter socket 
fronts, and are provided with snap type 
sealing rings. 


10. Hinged cover lifts up for full access to 
power outlet section. 


11. Units are available in modular construction 
or factory assembled. 





7. 
TPMA-100-48 
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( FEATURES 


12. Twin No. 2 to 350 MCM culal lugs per 
phase are provided and are suitable for 
loop feed. 


13. Ground stab on power fittings assures 
positive continuity while installing the 
fitting. 


14. Line and load connections to meter 
socket are bussed for greater 
dependability. 


15. Up to seven full-size poles of circuit 
breakers may be installed for sprinkler 
system, lighting, heat tapes, cabanas, etc. 
where a power fitting is not needed. 


16. Meter socket is separated from power 
outlet sections by an isolation barrier. 


17. Protection of personnel is provided by 
ground fault circuit breakers wired to a 20 
amp, 120 volt duplex outlet. 

18. To save on installation cost, space and 


( material, back to back, double head power 
| outlet panels are available. 


18. 


TPMD-200 





TPM-100 
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COACHMAN П 


SELECTION PROCEDURE AND EXAMPLE 


SELECTION STEPS 


1. Determine the size of service required, 
and select the appropriate size power 
outlet panel. 


2. Select Coachman II pedestal to 
meet meter mounting height, as 
specified by local utility. 


3. Determine the type of service 
connection, direct wire or plug-in. 


4. Accessory selection (when required). 


5. Order by individual catalog number and 
quantity required of each. 


REQUIREMENT CATALOG NUMBER 


200 amp single meter TPM-200 
120/240 volts, 1 Я -3W 

underground feed. 

42 inches TP-42 

200 amp circuit breaker- QFP-200-2 
2 pole direct wire 

Stabilizer foot TA-F 


COACHMAN II NUMBERING SYSTEM 


T PMA - 200 - 42 


Coachman IL 
Product Line 


PM = Power outlet 
Panel w/meter socket 


PMD = Double power outlet 
panel, back to back 
w/meter sockets 


Product 
Category 
PMA = Factory assembled 


power outlet panel 
to pedestal 


Height-center line of 
meter to ground level. 


OTHER DESIGNATIONS 


TP = Power Pedestal 

TA = Accessory 

TPD = Pedestal for double 
power outlet panel 

TF = Power outlet fitting 


Ampere Rating 
of Meter Socket 
100 = 125 amp 
200 = 200 amp 
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SYLVANIA METERED SERVICE PEDESTALS 
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ORDERING INFORMATION 


POWER OUTLET PANELS - RING TYPE - 125 AND 200 AMPERE 
120/240-120/208 VOLTS А.С. - 1 δ, 3W - 10,000 A.I.C. 



























































TYPE "M" READY TO ACCEPT TYPE “TF” POWER 
10" -B8i FITTING OR DIRECT WIRE BREAKER 
] | ТҮРЕ M-SINGLE METER SOCKET @ 
En AMP | CATALOG 
RATING | NUMBER WEIGHT 
TPM-100 
125 TPM-100LP 
ie TPM-100AL @ 
TPM-200 30 
TYPE “MD” 200 TPM-200LP Ө 
, TPM-200AL @ 
розі n 
224 
i TYPE MD.DOUBLE METER SOCKET O 
0 ; (Back to Back) 
AMP CATALOG 
RATING | NUMBER WEIGHT 
TPMD-100 
125 TPMD-100LP @ 55 
. TPMD-100AL 9 45 
TYPE “MA TPMD-200 55 
— — 200 TPMD-200LP Ө 56 
e I TPMD-200AL Ө 45 | 
L TYPE MA-SINGLE METER SOCKET 
| Р (Factory Assembled {о Pedestal) 
DIMENSION 
FINAL 
CENTER OF 
GRADE AMP | METERTO CATALOG 
CREAR RUS КУЛКУЛУУ, NG SY W7 RATING | FINISHED GRADE| NUMBER WEIGHT 
¿ У, <А | [5 42" ТРМА-100-42 
2 У, 2 48" TPMA-100-48 
| A N ἊΝ |< 42" TPMA-200-42 
24' < Ў 2 48" ТРМА-200-48 
< 2 2 2 < Q Requires pedestal for underground service 
N ) 4 S < Q Provision for compression type main lugs Special 
S ш > АР Ө Aluminum enclosure Factory 
4 SUN NG N Order 
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ORDERING INFORMATION 


TYPE “TP” MOUNTING POSTS 
TYPE TP POWER PEDESTALS FOR 





UNDERGROUND UTILITY SERVICEO € METER 
GROUND 
LEVEL TO OVERALL 
METER CATALOG PEDESTAL 
CENTER-"L" NUMBER LENGTH WEIGHT L 
" TP-42 " 26 
= TPD-42 bs 36 ama 4 
48" ТР-48 54%" 31 RAD: 
51 т TPP-W2 57 1/2 "m 48 77 ZA x A УМ NU σΦ, SX A NA VA NZ 7 
- N IK 7 
57 " ТР 57 85 63 ү " 36 < ^ N < Z I 
TPD-57 62 A ^ A 24 
@ All burial depths are 24” - For 30” depth add TA-EF S 1.3 - > 
Ө TPP-W2 wiring post includes lug landing with (4) ш e" "Я 
1⁄2” x 2” studs per phase at 13⁄4” spacing. Lug is 7 


18" above ground level - WUESSR utility 
requirement. TYPE “TPD” MOUNTING POSTS 


@ Available with special coating to meet utility 
requirement. Consult factory for price and delivery. 


RECEPTACLE CONFIGURATIONS 





D | 
е 
| 
D : 
FINAL 
GRADE 
20 AMP 50 AMP =a ЖЕШ = 
2 Pole - 3 Wire 3 Pole - 4 Wire N SAN “М 
Ground 125V Ground 125/250V AN A 
Nema No. 5-20R Nema No. 14-5OR А E . 
YAN Á 24 





N NG 
ш | k | 
TYPE TF POWER FITTINGS 


FOR USE ІМ 100 AMP OR 200 AMP POWER PANELS - ALL U.L. LISTED 


CATALOG 
NUMBER TF-25 TF-252 TF-252G TF-255 TF-2552 TF- Е ЕЧ -22 TF-22G 
RECEPTACLES (1) 50A-4W (1) 50A-4W (1) 50A-4W (2) 50A-4W (2) 50A-4W (2) 50A-4W (1) 20A- (1) 20A- 
(1) 20A- (1) 20A- (1) 20A- (1) 20A- Duplex Duplex 
Duplex Duplex Duplex Duplex 
CIRCUIT (1) 50A-2P (1) 50A-2P (2) 50A-2P (2) 50A-2P (1) y^ | Р 
BREAKERS (1) 20A-1P (1) 20А-1Р (1) 20А-1Р (1) 20А-1Р 
ОР! GFI 
TYPE Q BRANCH 
CIRCUIT PROVISIONS 
SINGLE POLE SPACES 


WEIGHT 
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CATALOG 
NUMBER 


TAF © 


TA-EF @ 


TA-B 


TA-C 


TA-5J 


Q 
15 thru 60 AMP 
Pg 22 


QC 


15thru 125 AMP 
Pg 22 


QFP 
125 thru 200 AMP 
Pg 24 


MSR 


MTSR 


MCP 








SYLVANIA | METERED SERVICE PEDESTALS 


ACCESSORIES 







WEIGHT 
PER 


DESCRIPTION | GARTON | CARTON 


Stabilizing foot 


for post ш 


Extension 
stabilizing foot 
adds 6” to below 
grade burial 
depth 


30 


Side mounting 
brackets for 
securing power 
panel to wall or 
wood post. Type 
M units only. 
Requires a TA-C 













Bottom closing 


plate for power 
panel 


5th Jaw kit for 3 
g systems 


Field installed 1P 
breaker. 1-Q 10 
space required 


Field installed 2P 


breaker. 2-Q 10 


spaces required 


Field installed 
2P breakers. 4Q 
spaces required 


16 


Snap Type 
Sealing Ring 
Screw Type 
Sealing Ring 


Glass closure 
plate for meter 
opening 


48 





COACHMAN II 








© Available with special coating to meet utility requirements - consult factory for price and delivery. 
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METERED SERVICE PEDESTALS SYLU/AWIA 
COACHMAN II 


REPLACEMENT PARTS 


PART DESCRIPTION FITS DEVICE PART NUMBER 
STEEL ALUMINUM 

Meter Front Cover Power Outlet Panels 

Type M, MD, MA 310-202-23 310-202-24 
Circuit Breaker 
Compartment Cover ALL 315-204-01 315-204-002 
Line Compartment Cover | Power Outlet Panel 
on Double Meter Units Type MD 330-402-11 330-402-12 
Line Compartment Cover | Power Outlet Panels 
(rear) - Single Meter Units | Type M, MD, MA 310-003-01 310-003-02 


DIMENSIONS 


(2)5 κο» 
| [5 – 2 сомв. ко. 










HANGING BKTS.- ТА- В 


(D$ — I— I£ сомв. ко. 


(1) 5 GROUND ко. 


(I) 12—25 COMB. KO. 


| Ig— 2 7 COMB. KO. 
| 5 KO. 
] 


POWER 
OUTLET 
ENCLOSURE- 
TPM 













TF 


| 
DETAIL— BOTTOM END DETAIL- BOTTOM CLOSING 


F 
—— (CAT. N°: TAC) 





METER 
(BY OTHERS) 


METER COVER 






WIREWAY 
OPENING 


ж FOR 6" EXTRA DEPTH USE 
EXTENDED FOOT CAT. N? TA-EF 





aM 
-- 


1. MATERIAL: ENCLOSURES: 16 GA. COLD ROLLED STEEL 
POSTS: 14 GA. GALV. STEEL. 


2. FINISH: ANSI 49 GREY ENAMEL. 
3. TERMINALS: MAIN Є NEUTRAL, TWIN 350 МСМ 


SEALING PROVISIONS: LINE COVERS EQUIPPED FOR LEAD 
OR CLAMP TYPE SEALS. 






POST [А |B | 
| TP-42 |42 |247 
| TP-48 |48 304 
| TP-57 |57 [39+ 
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PRODUCT DESCRIPTION 


This broad line of service entrance equipment 
combines meter mounting with a circuit 
breaker distribution section in a single 
rainproof enclosure. Popularly identified with 
Western U.S. residential installations, this 
equipment ís equally applicable in other 
regions, and for other applications such as: 
rural service entrance; mobile home locations; 
and temporary power on construction sites. 





MTMB10 (12-24) OS 


PRODUCT SPECIFICATIONS 


Ratings: 19 , 3W, 120/240, 120/208 volts AC. 
100 through 200 ampere main breaker and 
main lug types; 10,000 amp RMS symmetrical 
short circuit rating. 


U.L., Inc: All devices are listed by 
Underwriters Laboratories No. E52977 and 

are rated for service entrance application 
(except MCL units). Meter sockets conform to 
U.L. Spec. 414. 


Utility Specifications: Except where noted, 
all devices fulfill the specifications of Pacific 
Utility Electric Service Requirements (PUESR) 
and Western Utility Electric Service Standard 
Requirements (WUESSR). Meter sockets 
conform to AEIC-EEI-NEMA Standards (MSJ-7). 


Neutral: Aluminum bodied, it accepts cu/al 
terminations. Factory bonded to enclosure. 


SYLVANIA | COMBINATION METER-BREAKER 
LOADCENTERS 





MTMB12(12-24)UF 


Socket Ratings: Sockets are 4 jaw 
continuous duty rated with provisions for field 
installation of a 5th jaw at 3, 6, or 9 o’clock 
position. Socket base is heavy duty phenolic 
and meets U.L. 175 minimum comparative 
tracking index. 


Service Pull Section: Provides aluminum 
bodied wire termination lugs, ample pulling 
space and separate sealable cover. Main lugs 


are securely mounted to support cable weight. 


Distribution Section: Plated aluminum 
bussing accepts Sylvania plug-on circuit 
breakers (non-interchangeable) in ratings from 
15 through 200 amps. Units are rated 10,000 
AIC. Ground bar is available for field 
installation. Cover is sealable and lockable. 





MCL20 (11-12) UOSP 


For current list prices refer to the Standard Distribution Price List #ANPL. 
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FEATURES 


1. Sylvania field proven QR non- 
interchangeable breaker system used 
throughout. 


2. Semi flush trim allows for a smooth 
stucco finish on the exterior wall. 


3. Enclosures are 1414” wide. Fit between 2 
standard studs. 4. . 


4. Elongated nail slots for easy line-up. 


5. Acrylic baked enamel over phosphate 
treating produces a coating that exceeds 
the specifications for “G-90 galvanized 
steel.” 


6. All enclosures are NEMA 3R rated and 
accept standard Class || hubs. Hubs 9. 
require no gaskets, and are 2 hole 
mounted. 





7. Meter main devices have provisions for 
double mains. (One main may control 
distribution while the other main controls 
an air conditioning unit.) 


8. Meter mains are designed for overhead or 
underground service entry. 


9. Fulfills utility requirement for sealing both 
meter socket and pull box sections. 


6. 





MTMB10(12-24)OF 





MT12MBUOS 
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10. 


Th 


12. 


13. 


14. 


15. 


SYLVANIA | COMBINATION METER-BREAKER 
LOADCENTERS 


All breakers mount in a single row for 
easier wiring and cooler operation. 


Bus bars accept type Q or R branch 
breakers throughout their full length. No 
programming required. 14. 


Step type neutral is bonded directly to the 
main neutral bus. Note factory bussing 
from neutral main lug. 


Provision for field installation of grounding 
bar. 


Four jaw heavy duty meter base has 
provision for 5th jaw in the 3, 6, or 9 
o'clock positions. 


зв юш 811111 за зв зо S зв 


Straight-in мігіпд to neutral. Neutral bars 

are stepped to allow re-tightening 

connections without disturbing other 12. 
wires. 


MTMB20 (20-40) US 





355 
l 


METER BREAKER - LOADCENTER NUMBERING SYSTEM 


MT MB 10(12-24 U S 


Catalog Prefix _ 1 | S = Surface 


F = Semi-flush 
Main Breaker 
Factory Installed Service Entry E Underground 


Overhead 


Main Amp Rating 
10 = 100 ampere Maximum Branch Circuits 
12 = 125 ampere 
20 = 200 ampere 34" Pole Spaces 


MT12MB (2-4) UOF 





MT12MBUOS 
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COMBINATION METER-BREAKER | SYLVANIA 
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ORDERING INFORMATION 
UNDERGROUND SERVICE - FACTORY INSTALLED MAIN BREAKER 


BRANCH CIRCUIT 
BREAKER PROVISIONS NEMA 3R RAINPROOF 
CATALOG NUMBER 






WIRING 
DIAGRAM 
NUMBER 








MAX-1 POLE 
MTMB20(20-40)UF 






bh 
N 


MTMB10(12-240F | MTMB10(12-24)0S 
MTMB12(12-24)0F | MTMB12(12-24)0S 


MTMB20(20-40)F MTMB20(20-40)S 





e 4l -= 
4) - l2? | - |  — | wiwoso@ ` 


4 
5 
Provision for 1-QFP to 200A 
и or 2-QC Breakers кышы alind 6 
7 


| 22 | 5 | | — | MCL20112U0SM0 0 
200 44 MCL20(11-12)UOSP 
m өөө ` 7 


SPECIAL APPLICATION - “PIGGY BACK UNIT” - FOR CONVERSION ТО 100 АМР. 
FACTORY INSTALLED 100 АМР MAIN BREAKER 


too | 2| в | м | 12 |  —  -— | MM12MC10 Ө 


© Compact Design Ө Does Not Meet P.U.E.S.R. or WUESSC Requirements © Top or Bottom Load Exit 
© NotU.L.Listed @ Insulated Groundable Neutral @ Also Accepts ОЕР 200 amp- Occupies 3" Space 


CATALOG NUMBER - CIRCUIT BREAKERS 


34" Space 34" Space 34" Space 34" Space 1%" Space 10,000 AIC 3" Space 22,000 AMP AIC 34" Space 
κ] καρ | | [_ [| | T о роз 

> жаз | no | em — | «m ро το 
о [no | юв (| со [жж |  — ] —— — 
о [mu —| юв | ow [ж (| |з 
m [meo | — se (| oe — | aw | | 
о | | [m | o | ame | — | — - 
n| ро [eea | — e | —— ] —— — 
&| | | | [c | w — | 
= == е ко νι 
D | | р c | om — | veu — _ 
°| | [| [| J| pee — | vezi Ө. 
x | | C μαμα — | vorm Ө. 
μα C ЇЇ om — | СЕ @ 


200 

225 

Ө νας = 11⁄2” Space, VQFP = 3"Space 
Ө 240 Volt A.C. 
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WIRING DIAGRAMS Ë MAIN C/B 
= 
) ) 
= ME = 
TYPE & POLE SPACES POLE t 
QC 


dee 


BREAKER 
pole о ое 





TE 
6 CF 11 6 
(12-24) T MERER 
LENGTH : ER: в 
i КЕЕ» 
[Etan 
(20-40) =E 
LENGTH i [на 
6 = 
12 ΕΞ 23 γιο 
[EE EI 
Fig. EE 
CAT. NO.: T" [53 815 
MTMB10(12-24)UF wT HEY e 
MTMB10(12-24)US man aga БҮ аи 
MTMB12(12-24)UF 2 [шй E i 
MTMB12(12-24US "l| FRE Sa 
MTMB20(20-40)UF v [T ERICH 
MTMB20(20-40)US Зм ο... 
{40 
OO SN | 
Fig.2 CAT. NO: 
MTMB20(20-40)F/S 
LINE 
5 I II 
4 5 6 
Pa f^ 


7 8 9 10 11 12 





ТИТ ΠΗ MAIN 
0) 0) 

N 
14 15161718 1920 2122 2324. - 2 3 1 Q I 
ΠΣ ue oux 
Fig. 3 f 
CAT. NO.: € : 5. 
MTMB10(12-24)0F- MTMB12(12-24)OF ο... 
MTMB10(12-24)0S MTMB12(12-24)OS al lhaa ip 
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DIMENSIONS, WEIGHTS, WIRE RANGES, GROUND BAR AND OTHER DATA 


DIMENSIONS-INCHES @ [WEIGHT | MAIN WIRE GROUND NEUTRAL CONFG. | HUB 
CATALOG NUMBER w | H | о | LBS. |RANGESCUAL| FIG. # BAR NO. CLASS 


MTMB10(12-24)UF 
MTMB10(12-24)US 
MTMB12(12-24)UF 14 1/4 29 1/8 MB24-GB A || 
MTMB12(12-24US 
29 
26 
29 GB-L183 || 
26 


Bonded Ι 
Neutral 


MTMB20(20-40)UF 

MTMB20(20-40)US mes Tur 

MTMB10(12:240F 

MTMB10(12-24)0S 

MTMB12(12240F злії aka 

MTMB12(12240S 

MTMB20(20-40)F 

πηρα τω: 36 1/8 m #1:250MCM MB40-GB | 
MT12MB(2-4)UOF 

em | oe eef [=] = |: 


Bonded Neutral 





MT20MBUOF 
MT20MBUOS 14 1/4 27 1/4 #1-250MCM Neutral 


MCL20(11-12)UOSM #1-250MCM === GB-L183 


MCL20(11-12)UOSP 14 7/16 


MTML12MC100 7 13/16 | бю | -— | 


[t Depth = mounting surface to front of hood (meter ring not included) Ө Plus % seal flange on hood 
Width = width of hood (nailing flanges not included) 
Height = O.D. over hood to bottom of door (hub cap protection not included) 








A 
8 


(Wiring Diagrams cont'd) 





Fig. 5 
CAT. ΝΟ. 
A B MT12MBUOS 












Fig. 6 1245-7 
САТ. NO.: 4 ws м 15 
MT20MBUOF 8 ma 58 
MT20MBUOS 914—099 
zl EL—- — 1 19 
BREAKER Ы L r=: 20—10 
dina «НА - вічні 


SPACES Fig. 7 


CAT. NO.: 
MCL20(11-12)UOS-M 
MCL20(11-12)UOS-P 
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These K.O.'s omitted on "US" Units 
© ο 
669 ὅ 


FIG-1 









MTMB10(12-24)US 
MTMB12(12-24)US 
MTMB10(12-24)UF 
MTMB12(12-24)UF 


MT12MB(2-4)UOF 
MT12MB(2-4)UOS 







FIG-4-A These K.O.’s omitted on “OS” Units 


MT20MBUOS Hood 


FIG-5 


MTMB10(12-24)OF 
MTMB12(12-24)OF 
MTMB10(12-24)0S 
МТМВ12(12-24)05 


FIG-4 


MT20MBUOS 
MT20MBUOF 









FIG-7 





| MCL20(11-12)UOSM FIG-8 

I MCL20(11-12)UOSP 

< MTML12MC100 
| 

| On “М” Оп!у 

| [ ] 

| o609 





© 
о OSS o 





Ө Positioned for telephone ELL use 


KNOCKOUT DATA 











LOADCENTERS 


FIG-3 


MT12MB-UOS 


Omitted on 
-—— and “US” 
Omitted on '-UF" 


C» 8808 
ΘΘ © 


FIG-6 















MTMB20(20-40)F 
MTMB20(20-40)S 
MTMB20(20-40)UF 
MTMB20(20-40)US 


9 © 


Θ (96 
9. 5 OSs 












Ө Provision for standard rigid conduit fitting, PVC conduit fitting, or Class Il hub 





e 
KNOCKOUT CODE 
A 5/16 
B у 
C 1⁄ç- 3⁄4 
D !⁄4-3⁄4-1 
Е 1⁄2 - 3⁄4 - 1 - 11⁄4 
F 34 
G 3⁄4-1 
Н 3⁄4-1-114 
| Ya - 1 - 114 - 11⁄2 
К 1-11⁄4 -11⁄2 
L 1-1%-1%-2 
М 1%-1%-2 
М 114-110 -2 - 21⁄2 
Р 1v2-2-25 
R 2 
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NEUTRAL CONFIGURATIONS 


NEUTRAL OPENINGS NEUTRAL OPENINGS 
—ss  Á——— À — 
TYPE CATALOG NO. NO., WIRESIZE TYPE CATALOG NO. NO.| WIRE SIZE 

















| 1 | 6-1/0 cual Ww MT12MB(2-4)UOF&S й 6-1/0 cu/al 
A MTMB10(12-24)UF&S i 14-1/0 cu ERETI 
k . сига 
BONDED | wTMB12(12.24UF&S E : MT12MBUOS 
E pre BONDED 3 | 14-4 cu/al 
12-6 al F 1-300MCM cu/al 
| 2 | 4-1/0 cu/al BONDED MAP HE 6-1/0 cu/al 
B МТМВ10(12-24)0Е85 | 1 | 46ου 1 | 1-2/0culal 
BONDED i 
МТМВ12(12-24)ОЕ&5 146 си С MCL20(11-12)UOSM | 2 | 4-1/0 cu/al 
6a INSULATED 1 | 64culal 
MCL20(11-12)UOSP 
ка 6-1/0 си/а! GROUNDABLE " 44860 
A k 14-1/0 cu 12-6 al 
BONDED | M M8200040 018 = MTML12MC100 | 20 | 14-4сша! 
27 14-6 cu 
12-6 al 
GROUND BARS GB-L183 
STD. QTY.| CARTON 
CATALOG NO. | WIRESIZE | CARTON | WEIGHT 
7 14-1/0 cu 
12-1/0 al 
14-6 cu 
12-6 al 
12-1/0 al 
CL II 


CL I 






GB-L183 


2 Γποοια- 
Ы 





RAINPROOF HUBS9 2MOUNTING HOLES, NO GASKETS REQUIRED 
CLASS | CLASS II 


conpursize | ом | то | mA" | me" | m | m | x | ανα" 
CATALOG NO. 3538 


© Carton: Quantity = 10, weight = 2 Ibs. 





ACCESSORIES 

CATALOG NO. DESCRIPTION 

MSR Snap Type Sealing Ring 

MTSR Screw Type Sealing Ring MTS R 

MCP Glass Closure Plate MCP 
MTMB-5J Fifth Jaw 

FP-3Q Filler Plate for 3Q Space 





FP-3Q 
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SYLVANIA MULTIPLE METERING 


SYLVANIA OFFERS TWO MULTIPLE METERING SYSTEMS 
ALL-IN-ONE AND GANGABLE METERING 


CONTENTS 

ALL-IN-ONE 
Features .......................... Pg 66 
Ordering Information & Weights ....... Pg 67 
Accessories........................ Pg 67 
Dim & Knockouts ................... Pg 68 

GANGABLE METERING 
РАННЮ MANAN INNA PANG ishirini Pg 70 
Ordering Information ................ Pg 71 
Accessories........................ Pg 73 
Dim & Knockouts ................... Pg 74 

ALL-IN-ONE 


Product Description: All-in-one devices are 
completely self contained and include an 
incoming line service pull section and meter 
sockets. Provisions for tenant main breakers 
are adjacent to each meter. They are available 
in indoor and outdoor enclosures, two thru six 
meters. 


WMT-6 





Product Application: All-in-one metering 
meets those requirements where no mains 
protection is needed. They are typically 
installed where multiple apartment dwellings 
or commercial units are individually metered, 
and the multi-service six disconnect rule 
applies. An example would be a garden 
apartment complex. 


U.L., Inc: All devices are listed by 
Underwriters Laboratories and are rated for 
service entrance application. Meter sockets 
conform to U.L. Specification 414. 


à 
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GANGABLE 
INSTALLATION 





Enclosure Specifications: Enclosures are 
constructed of code gauge steel that is 
phosphate treated and finished with a baked 
acrylic enamel. The result is a finish that 
exceeds U.L. requirements for outdoor as 
well as indoor installations. Outdoor 
enclosures have provisions for two class III 
hubs. 


Interior: Units are fully bussed from the line 
side through the tenant main breakers for 
single phase three wire systems. 


Meter Socket Specifications: Sockets are 
four jaw continuous duty rated with provisions 
for field installation of a 5th jaw at the 3, 6, or 
9 o'clock positions. Socket base is heavy duty 
phenolic and meets U.L. 175 minimum 
comparative tracking index. Sockets conform 
to AEIC/EEI standards, Publication (MSJ-7). 


SMT-3 





For current list prices refer to the Standard Distribution Price List НАМРІ. 
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MULTIPLE METERING 
ALL-IN-ONE 


10. 


12. 


FEATURES 


. Two through six unit configurations are 


completely self contained in a single 
cabinet. 


. A spacious full length pull section for 


incoming line conductors is included. 


Line conductors may enter from top or 
bottom. Load conductors may exit top or 
bottom. 


. A one piece sealable cover may be 


removed without disturbing the meter 
stations or their utility seals. 


. All unmetered bussing is secured in a 


sealable compartment. 


. Ring type meter sockets are furnished 


with snap type sealing rings. Screw type 
rings are available as an accessory. 


. Three styles of enclosures are available: 


SMT, indoor - surface mounted; WMT, 
outdoor - surface mounted; FMT, outdoor - 
semi-flush mounted. 


13. 
SMT-3 





11. 
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SYLVANIA 


ЕМТ-6 2 


8. 


11. 


12. 


13. 


For added flexibility, lay-in-lug kits or stud 
kits, which accommodate crimp type lugs, 
are available. 


. Ground bars are furnished on all units. 
10. 


Full bussing from the line side through to 
the tenant breakers is provided on all 
devices. 


Type VQC, 22,000 A.I.C. rated breakers are 
also offered. 


Re-inforcement clips on all meter socket 
jaws are a Sylvania standard. 


Easily removable end walls can be used 
as conduit templates. 











SYLVANIA | MULTIPLE METERING | 
ALL-IN-ONE | 


ORDERING INFORMATION | 


125 AMPERE METER STATIONS - 1 Z , 3 WIRE - 120/240 VOLTS AC 9 
NO. OF Εν ως ο ο. | — DIMENSIONS 


METER MAIN | SURFACE MTG. p SURFACE MTG. pn EMI-FLUSH MTG. ΜΜ 
STATIONS | ΑΜΡΑΟΙΤΥ | CATALOG МО. | WT. | CATALOG МО. | WT. | CATALOG NO. WT. IW |н | D 
| 20 | sm2 | 9| wara | эз] 6 
ae} oms | | има | [rM _ 

|| 40 | sma | 130 | wara | 134 

|. 980 | sms | | | 132| имт-5 ΠΝ ἘΠΕ 307 

| 60 | sms | 139 | wms FMTS 
@ FMT UNITS ARE FACTORY EQUIPPED WITH SINGLE STUD KITS FOR CRIMP-ON MAIN LINE CONNECTIONS. SMT & WMT 


DEVICES ARE FURNISHED WITHOUT MAIN TERMINATION MEANS. STUD OR LAY-IN-LUG KITS MUST BE ORDERED FROM 
THE ACCESSORY TABLE BELOW. 


A чажы А na ANK NENG S TER E 


со | On | | G | N 


| 


| 
| 
| 


TENANT MAIN BREAKERS 
120/240 VOLTS AC - 2 POLE Ecc 


AMPERE 10,000 AIC 22,000 AIC 
CATALOG NO. 


RATING CATALOG NO. 

























40 QC-40 

50 QC-50 

60 QCAL-60 VQC-60 @ 

70 QCAL-70 vac-70 @ 

90 QCAL-90 VQC-90 QC Breaker 
QCAL-100 VQC-100 






QC-125 VQC-125 





Snap Sealing Ring 


@ DISCONTINUED WHEN STOCK IS 
DEPLETED 





ACCESSORIES Hub, Class Ill 


CAT. NO. DESCRIPTION de E 














MCP Glass meter cover plate | 48! 48 Manual By-pass Kit 
MSR Snap type sealing ring 2 
MTSR Screw type sealing ring 2 
MUCPI Crimp-on stud kits ο por aa у ° 
MT-CP2 2 studs per phase 1 6 
MT-LI1 Lay-in-lug kits 1 per phase 1 2 
MT-LI2 3/0-500MCM 2 per phase 1 4 
MT-MBP-L | left module 1 2 
Manual by-pass kits — 
MT-MBP-R right module 1 2 Glass Cover Plate 
MT-5J 5th jaw kit 1 
35-144 Class III Hub 1172" 10 2 
35-45 Class III Hub 2" 10 2 
35-46 Class ΙΙΙ Hub 21" 10 2 
35-47 Class III Hub 3" 10 2 
MPL Meter padlock Fargo lock device 50 9 
5th jaw 
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MULTIPLE METERING SYLUAWIA 
ALL-IN-ONE 


DIMENSIONS AND KNOCKOUT LOCATIONS 


2, 3 METERS 


4, 5, 6 METERS 


k- 534-3 


KNOCKOUT CODES 
A 5/16" 

B 1⁄2” 

L 1-1'/4-1v2-2" 

М 1% - 11⁄2 - 2" 

Q 1% - 2-21 - 3” 

T 2% -3-3% - 4" 


PULL SECTION 


PULL SECTION 





FRONT VIEW FMT, SMT, WMT 
2 AND 3 GANG 


WMT - TOP END WALL 
CLASS III HUBS 
9 O WMT - TOP END WALL 
CLASS iil HUBS 
CLASS m nues | FMT- TOP END WALL & O 


FMT - TOP END WALL 
CLASS Ill HUBS 
SMT - TOP END WALL ооо О O ооо 


FRONT VIEW FMT, 5МТ, WMT 
4 THRU 6 GANG 








SMT 
FMT 
WMT 4. 
а 2 АМО З МЕТЕВЅ 








Б 
4 13/32” 
= 12 3/16" 5 - эв 
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SYLVANIA MULTIPLE METERING 


GANGABLE METERING 


New From Sylvania: An integrated system 
that answers the need for those installations 
where higher fault currents, that are 
associated with the increased size of today's 
electrical systems, are present. Sylvania now 
offers metering equipment with increased 
short circuit withstand ratings to 42,000 A.I.C. 
Bussed main switches and cable tap boxes up 
to 50,000 A.I.C. These new 400 and 600 
ampere U.L. listed main switches, coupled 
with Sylvania quality meter modules and 
associated equipment, assure protection 
against these higher fault currents. 


BMB-400 
(3-GM-5 





Enclosure Specifications: Line bus 

connection compartments have facilities for 

utility seal. Outdoor design includes rain | 
hoods, circuit breaker covers, and meter | 





GM-3 opening gasketing. Sealable one piece front, | 
RBMT-46ET covers each module. Code gauge steel is | 
used throughout, and is phosphate treated | 
| | and finished with an acrylic baked enamel that | 
Product Description: А gangable modular exceeds U.L. specifications for outdoor 
metering system consisting of an incoming applications. 
service entrance mains device or cable tap 
box, fully bussed to the meter modules. Bus Interior Specifications: Modules have 600 
and connections are “built in". No separate amp horizontal bussing (4 and 5 high units are 
line gutters or transition sections are needed. offered with 800 amp bussing) for single 
Connection kits are included where required. phase, three wire 120/240 volt systems. The 
Three basic service entrance devices are same units may be used for single phase 
offered in indoor or outdoor enclosures: metering on three phase, four wire, 120/208 
* Main breaker - Single phase or three volt systems. Modules are furnished 
phase thru 1200 amperes connected to the A and B phase bus, and are 
* Main switch - Single phase or three phase field convertible when phase balancing is 
thru 600 amperes required. 
* Cable tap box - Single phase or three | 
phase thru 800 amperes. Meter Sockets: Sockets are rated 125 | 
amperes continuous. 150 and 200 ampere | 
Product Application: Gangable metering sockets are also offered. Sockets are four jaw | 
meets those requirements where a multiple with provisions for field installation of a 5th 
number of meter stations must be grouped jaw in the 3, 6, or 9 o'clock positions. Bases 
together with a mains protection device. are heavy duty phenolic and meet U.L. 175 
Applications are apartments, multi-tenant minimum comparative tracking index. Sockets 
office buildings, small shopping centers, and conform to AEIC/EEI standards, publication 
similar residential or commercial installations. (MSJ-7). Meters may be stored in an out of 


service position in their sockets. 
U.L., Inc:  Gangable metering devices аге 


listed by U.L., Inc. and are rated for service Tenant Breakers: Tenant main breakers are 
entrance application. Meter sockets conform offered through 200 amperes with 10,000 or 
to U.L. Specification 414. 22,000 Α.Ι.Ο. 


For current list prices refer to the Standard Distribution Price List #ANPL. 
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MULTIPLE METERING SYLVANIA 
GANGABLE METERING 


FEATURES М 


1. Meters and tenant main breakers mount іп 
a one piece molded housing for easy 
maintenance. 


2. Individual meter sockets may be serviced 
or removed, from the front, without 
disturbing other meters. 


3. All un-metered bussing is secured within 
sealable compartments. 





4. Line and load conductors are isolated 
from each other on GM devices. 


| 5. Service entrance devices and meter 
x modules are fully bussed with all 





connections built-in. No separate line 
gutters or transition sections are required. 


6. Bus work is bolted construction. There are 
no plug-in connections in the line service 
or the meter load bussing. 


7. End walls on GM and WGM modules are 
removable and may be used as 
construction templates. 


8. Reversible end covers allow end cable tap 
boxes to feed either left or right. 


9. Ground bars are furnished on all meter 
modules. 


10. Large side wireways on GM units permit 
load conductors to feed out top and/or 
bottom. 


11. Access is available to the tenant breakers 
without interfering with utility property. 


| 
| 

| 

| 12. Main switches may be used for 

| underground or overhead service. 
| 

| 

| 

| 

| 





RBMT-46ET 


| 3. 

| SELECTION PROCEDURE 

| REQUIREMENT: ο An outdoor multiple metering installation 

| e 600 ampere, single phase, three wire, 120/240 volts 

| ο Main disconnect switch 

| ° Twelve (12) meter stations 

| ° 100 ampere tenant main breakers 

| ο Overhead service, load wires to exit bottom 

| ο Screw type sealing rings required 

| SELECTION STEPS: REQUIREMENT CATALOG NO. QTY. 

| 1. Service Entrance Device Single phase 600 ampere main switch - outdoor RBMS6032NUO 1 

| 2. Meter Modules Twelve - outdoor - 100 amp WGM-4 3 

| 3. Tenant Main Breakers Twelve - 100 amp QCAL-100 12 
4. Accessories Screw type sealing rings MTSR 12 
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SYLVANIA MULTIPLE METERING 
GANGABLE METERING 


ORDERING INFORMATION 
STEP 1 MAINS DEVICES 
FUSIBLE SWITCHES 


14,3 WIRE - OVERHEAD OR UNDERGROUND SERVICE ENTRY 


AMP WEIGHT 


N-1 INDOOR | N3RRAINPROOF | DIMENSIONS | 
RATING | CATALOG МО. | CATALOG ΝΟ. | W | η | D | INDOOR | RAINPROOF 


BMS4032NUO | RBMS4032NUO 


3 Ø , 4 WIRE - OVERHEAD OR UNDERGROUND SERVICE ENTRY 


BMS4033NUO | RBMS4033NUO 
= 252 11 1/16 105 115 


600 BMS6033NUO | RBMS6033NUO 


CIRCUIT BREAKERS 





















16, 3 WIRE, NEMA 1 INDOOR 
MAXIMUM | ENCLOSURE ONLY 
АМР ВТО | CATALOG NO. CATALOG NO. 
52225 Ө 


BMB4002SN 
BMB6002SN 


= 
= 


τ -]- 
= @ | & 
ë 





9 
5 
+ 
N 
δ 
à 
З 
σι 
S 


25 | 852225 e x Ormazo2 | © | = [wo [v [4 [| v 
«о | RBMBAX?SN @ | αλλο | Өө | = δρ | 778 | 4 
GO | пвмвею5м @ | | Quoc 1 Ө | E te | 77 | м 
so | |  — | Pemes | о ase | aise | ew | т 
& | - |  — | Remesssnuc@l vu |зж©|з | ew | xo 
oo [|  -— | | нвмвтоюоз®м Ө 012] s | 1318 | ss 
ж | = | — — | [1918 | 


a was 
Treves ФІ £ [om ον | sm 
3 2, 4 WIRE, NEMA 1 INDOOR 
[€ E 
~ o 





ко t9 [юв | | «в 
ко | www | ошоо — | ө | Еф |ә [το з 
w | μπα | o [жш[а [в | w 
ю | | - | .  - . Γρ | о |з [з [в | тв 
оо | — - | . [emen | t e [и [mi | за 
s C BÀI жо о D 


96, 4 WIRE, NEMA ЗВ RAINPROOF 


225 RS3225 Ө QFP24-225-3 
RBMB4003SN QL2436-400 @ 
U 


RBMB10033SN Ф 
RBMB12033SN Ө 


Š Š в Š 


DEVICE. 
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MULTIPLE METERING SYLVANIA 
GANGABLE METERING 





ORDERING INFORMATION 


STEP 1 CONTINUED MAINS DEVICES 


END CABLE TAP AND UNDERGROUND PULL BOXES SINGLE OR THREE PHASE 





NUMBER RATING | . DESCRIPTION WEIGHT 
RBMT-2ET 200 End cable tap boxes indoor & rainproof to 18 
RBMT-46ET es ορμής service from remotely located protection 33 
RBMT-8ET 800 76 
BMT-12LK | 600 | Line lugs and bus for converting pull boxes to tap boxes 6 
RBMTUGPB — | — | Underground pull box - Indoor or Outdoor | 38 
RBMT-UGPB-18 | — | Underground pull box - 40" H, 18” W, 7” D 60 
BMTSLLGW | | — | Single phase, double stud, lug landing kit for 18" pull box | | 8 


STEP 2 - METER MODULES 


12,3 WIRE, 120/240 VOLTS OR 36, 4 WIRE 120/208 VOLTS AC? 





125 AMPERE - USES QC OR VOC TENANT BREAKERS 


NO. OF TYPE GM TYPE WGM 
METER NEMA 1-INDOOR | NEMA 3R-RAINPROOF WEIGHT 





STATIONS | AMPACITY 


CATALOG NO. INDOOR | RAINPROOF 
ом? | | wama | Ὁ | 3 | 6 | 52 
GM3 | | wama | 10 | 48 | 65 
GM4 | wema | 10 | 59] 

GM84 


| 5 _ 
o 65 
72 
9 
KEN 
| 98 | 


6 
ems | wams | 10|70| 6 

| мемва | 10 | 59 | 6 | 
aves |  wemss | 19 | 70 | 6 


σι! σε |C 


91 
85 
98 


150 AND 200 AMPERE - USES ОЕР OR VQFP TENANT BREAKERS 


ΝΟ. ΟΕ NEMA 1 NEMA 3R 
METER INDOOR © RAINPROOF Ө WEIGHT 


STATIONS ΑΜΡΑΟΙΤΥ | CATALOG NO. | CATALOG NO. | | | м/н | D | INDOOR | RAINPROOF 
| 200 | 800 | BMT202U | | RBMT2020 — | 10|36 | 54 | 48 | 
| 150 | 800 | вмтябзи |  RBMT153D | | 1056 | 56 | 6 | 


@ LOAD CONDUCTORS FEED UP - TENANT BREAKERS AT ТОР 
@ LOAD CONDUCTORS FEED DOWN - TENANT BREAKERS AT BOTTOM 
@ FACTORY CONNECTED TO A AND B PHASE.FIELD CONVERSION PHASE SEQUENCING INSTRUCTIONS ARE PACKED IN EACH MODULE 
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STEP 3 - TENANT MAIN CIRCUIT BREAKERS 


2-POLE, 120/240 VOLTS AC 


AMPERE 
RATING 


40 
50 
60 
70 
90 


Ө DISCONTINUED WHEN STOCK IS DEPLETED 


22009 АТС. 
TYPE QC TYPE QFP TYPE VQC TYPE VQFP 
CATALOG NO.| CATALOG NO.| CATALOG ΝΟ. CATALOG МО. 

(oo | - | - [| = 
wa р-р  — [= 
Оба | — — [aca ө | - 
[Qm | уос 6 | = 
Оса» | — ves (| з 
LücaLx9 | | — — — [VOS - 
VQC-125 VOFP241252 
[ — —  [oreio2 | — Гуоғғонтвог 
σσ “Πάρος | — — | varpara002 


125 AMP UNITS 


STEP 4 - ACCESSORIES 


ο E 
АС РН в | т 
GM-ECB 2 
voe [ Glassmetercoverpate |з |% 
MSR | Snaptypesealingring | — — — το [| 2 
MT-MBP-L 1 2 
we | елек ία 


150 AND 200 AMP UNITS 





BMT-MBP 






5th jaw kit 





Manual by-pass kit 








GM-4 RBMT-15-3D 





SYLVANIA MULTIPLE METERING 
GANGABLE METERING 





BMT-BJ-600 


GM-ECB 





MCP 








VQC-100 





Manual By-pass 
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MULTIPLE METERING kuwa. 


GANGABLE METERING 


DIMENSIONS & KNOCKOUT LOCATIONS 


70" H 









125 AMP @ 
MODULES 


35” H 


KNOCKOUT LOCATIONS 
BOTTOM END COVERS 


11 1/16" 





і 
1 19/32" 


I 
3 ^ 
5" 
10" 


GM-ALL 


WALL 


12 3/8" 


5 7/16" 
BMB-400, 600 AMP 


TOP END COVERS 


WALL 





20-2U 

KNOCKOUT CODES 

B 1⁄2 N 1% - 11⁄2 - 2 - 21⁄2 

D 1⁄2 - 3⁄4- 1 Q 1%-2-2%-3 

G 3⁄4-1- 114 S 2-2%-3 

L 1-1%-1%-2 Т ду -3- 31⁄2 - 4 

М 1%-1%-2 

@ PLUS 2” BUS EXTENSION ON R.H. SIDE-REQUIRES 

ONE GM-ECB ACCESSORY. 
CATALOG 78/79 





—— D 


150 & 200 AMP @ 
MODULES 


15-3D 


TWO CLASS III HUBS 


O O 


RBMB/RBMS 400, 600 AMP 




















WALL 











DIMENSIONS & KNOCKOUT LOCATIONS 


F——əƏ v se С—С 


RBMT-2ET 


2 7/16" 


і 





ΜΗ ACCEPT CLASS ΙΙ HUBS OR COUPLE DIRECTLY TO RS2 & 3-225 


LUGS #1-300MCM CU/AL 


HOOD & BOTTOM ARE REVERSIBLE TO ALLOW BUSSING TO FEED RIGHT OR LEFT 


— 16 3⁄16” — 


O Ó O 





RBMT-8ET 


- LUGS- #2600МСМ CU/AL-3/PHASE 






- 7 1/16" E 


SYLVANIA MULTIPLE METERING 





40 1/16" 





GANGABLE METERING 


| 16 3/16" | 


ON BOX € 


RBMT-46ET 
— ON BOX LUGS #2-600MCM CU/AL - 2/PHASE 
ç HOOD AND BOTTOM ARE REVERSIBLE TO 


ALLOW BUSSING TO FEED RIGHT OR LEFT 





|--ἼἼ------------ 11 5/16" —T ƏO N 


812" 





40 1/16" 


RBMT-UGB 
1. BOTTOM & TOP ARE REVERSIBLE 
FOR INDOOR APPLICATION ONLY 
4 5/8" 2. BMT-12LK MOUNTS IN THIS ENCL. 
L LUGS - 250-500MCM CU/AL 2 PER PHASE 


ON BOX € 


51" 


1000 & 1200 AMP BMB 





LUG: 4 BARREL, 250-500MCM, CU/AL, PER PHASE 
NEUTRAL LUG: 4 BARREL, #2-600MCM, CU/AL 
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MULTIPLE METERING 


GANGABLE METERING 


SYLVANIA 


DIMENSIONS & KNOCKOUT DRAWINGS CONT’D. 
|——n 184 —_______} 


BMB - 400 & 600 AMP 


LUG - 3/0 - 350MCM CU OR 
3/0 - 500MCM AL 2/PHASE 


41v2" 


BMB/RBMB 800 AMP 


LUGS - 3 BARREL, 250-500MCM, CU/AL, PER PHASE 
NEUTRAL LUG - 3 BARREL, #2-600MCM, CU/AL 


CATALOG 78/79 








—— 5 — — —2Àà 


2να, 3, 3⁄2 KO's 


28%" 


17%" 


13%" 


21⁄2, 3, 3%2 Κ.Ο.5 


OO 
@ 


BMS-400 & 600 AMP 


LUGS · 400 AMPERE - 6 THRU 250 МСМ CUIAL 
600 AMPERE -0 THRU 500 MCM CU/AL 
BOTH SIZES - TWO PER PHASE 


ir — — —3Àà 





BMB/RBMB-UG 800 AMP 


LUGS - 3 BARREL, 250-500MCM, CU/AL, PER PHASE 
NEUTRAL LUG - З BARREL, #2-600МСМ, CU/AL 








SYLVANIA BOXES AND FITTINGS 


CONTENTS 

Male Insulated Bushings-150°C................. Ра 78 Non-Metallic Outlet Boxes House ἃ Apts......... Pg 82 
Insulating Conduit Bushings-150°C.............. Pg 78 Non-Metallic Switch Boxes for Mobile/Modular 

Insulated Metallic Grounding Bushings-150?C..... Pg 78 Homes & Trailers .................... T" Pg 83 
Insulated Metallic Conduit Bushings-150?C ....... Pg 79 Outlet Boxes for Mobile/Modular Homes & Trailers. Pg 85 
Weatherproof Sockets for Temporary Wiring ...... Pg 79 Surface Вохе85............................... Pg 85 
Pin-Type Sign Receptacles..................... Pg 79 Non-Metallic Conduit Boxes and Covers ......... Pg 86 
single Device Вохе$<-Р\УС...................... Pg 80 Covers for Outlet and Handy Boxes ............. Pg 87 
Non-Metallic Switch Boxes House & Αρίψ........ Pg 80 Accessories..... JEN E ERAUA € еки кийни ыт Ке Pg 88 


PRODUCT DESCRIPTION AND FEATURES 


Boxes And Accessories: Sylvania features a 
complete line of non-metallic switch and 
outlet boxes for the residential construction 
market, including devices for mobile and 
modular homes. They meet Federal 
opecification W-J-805 and are heat rated 
150*C, the highest in the industry. In addition 
they feature: 


1. Patented molded-in threads, completely 
eliminating the need for retapping. 


2. Easily removed patented concentric 
knockouts. 


3. Patented plaster seals, which eliminate 
device screw hole problems. 


4. Non-corrosive, stainless steel fast-trim 
devices. 


Conduit And Grounding Bushings: Sylvania 
offers a complete range of bushings from 1⁄2 ” 
to 6”. All bushings are rated at 150°C, and are 
listed by Underwriters Laboratories, Inc. 
Additionally, they meet U.L. Specification 514 
and comply with ANSI C33.8. 


Grounding Bushings Feature: 


1. Wide, fiber-filled phenolic insulated lip for 
maximum protection. 


2. Lugs on all sizes are approved for copper or 
aluminum wire. 


3. Lug sizes are graduated in capacity to 
accept the proper size ground wire for each 
conduit size. 


4. Set screws are provided to assure a good 
ground. 





For current list prices refer to the Standard Distribution Price List #ANPL. 
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BOXES AND FITTINGS SYLUAMIA 
BUSHINGS 


ORDERING INFORMATION 


MALE INSULATING BUSINGS - 






















150°С Ф 
CATALOG PIPE STD. | WEIGHT 
NUMBER | THREAD І.О. РКС. |LBS. PER 
Ө | SIZE, IN. | INCHES | QTY. 100 
1-12 1⁄2 100 3⁄4 
1-12-0 1⁄2 100 11⁄2 
1122 1⁄2 250 3⁄4 
1-122-0 1⁄2 250 1% 
two hole 1-120 
1-34 3⁄4 250 11⁄2 
ip m % 250 | 3% INSULATING CONDUIT 
1-1 1 20 3% BUSHINGS - 150?C 
119 Г 20 61⁄4 WEIGHT 
1-114 10 9 CATALOG . | LBS. PER 
1-114-0 10 10 NUMBER . 100 
1-112 5 10 
1-112-0 5 15 
1-2 2 1 15/16 4 1212 
1-2-0 2 1 15/16 4 1834 
1-212 21⁄2 2 11/32 4 183⁄4 
1-212-0 21⁄2 2 11/32 4 311⁄4 
15 < 3 4 25 
1-3-0 3 3 4 4334 
1-312 31⁄2 3 3/8 4 311⁄4 { 
1-312-0 31⁄2 3 3/8 4 50 


EN 
PS 


1-4 3 7/8 
1-4-0 3 7/8 
Q SEPARATE LOCKNUTS ARE AVAILABLE ON 


REQUEST: ALSO SPECIAL LENGTHS ON 
SMALL SIZES. 


Ө “О” DESIGNATES LOCKNUT 





| INSULATED METALLIC 
| GROUNDING BUSHINGS - 150°C 


| РЇРЕ LUG STD. | WEIGHT 
| CATALOG | THREAD CAPACITY PKG. | LBS. PER 
| NUMBER | SIZE, IN. | AWG OR МСМ | QTY. 100 




















| 96-12 γρ 25 9 24-2 
| 96-34 3⁄4 20 111⁄4 
| 96-1 1 20 15 

| 96-114 1% 20 18% 
| 96-112 1% #4-14 20 25 
| 96-2 2 84-14 10 | 27v 
| 96-212 21⁄2 #1/0-14 x 4 561⁄4 
| 96-3 3 810-14 4 6834 
| 96-312 310 11210 
| 96-4 4 11217 
| 96-5 5 175 

| 96-6 6 200 











| 
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SYLVANIA BOXES AND FITTINGS ` 
BUSHINGS 


ORDERING INFORMATION 


INSULATED METALLIC 
CONDUIT BUSHINGS - 150?C 


PIPE STD. | WEIGHT 
THREAD | РКС. 
ЗІСЕ, ІМ. | ОТУ. 















CATALOG LBS. PER 


NUMBER 












97-2 


WIRE ΘΙ STD. 
DESCRIPTION VOLTS | WATTS | SIZE PKG. 
AWG QTY. 









WEIGHT 
LBS. PER 
100 






CATALOG 
NUMBER 





43308 | Medium, with hooks 250 660 12, 14 25 
44408 Intermediate, no hooks 250 75 16 20 





@ RUBBER COVERED, STRANDED WIRE ONLY 
@ CSA APPROVED. CAN BE SUPPLIED TO MEET FED. SPEC. 
W-L-142a, TYPE XZ, CLASS B, STYLE 14. 


43308 





PIN-TYPE SIGN RECEPTACLES ® 
| WIRE Ө HOLE STD. WEIGHT 
CATALOG DESCRIPTION VOLTS | WATTS | SIZE PUNCH PKG. LBS. PER 
NUMBER AWG DIA.-IN. OTY. 100 
22208 Medium-with steel 25 10 
22208-1 screws, zinc plated 12,14 | 13/8 250 BULK 9A 
Medium-for std. round 
22248 I 25 11 
hole punching or 112” 250 12, 14 1 7/16 
SPECIAL 
22258 25 10 
Medium, one man 250 12, 14. | PUNCH 


22308-1 Medium with speed nut | 250 | 660 | 12,14 | 111/32 250 BULK 10 
22408 Intermediate with © 100 
22408-1 | speed nut 20 з 16,18 | 1516 | 4000 BULK om 


© ALL RECEPTACLES ARE ULL. LISTED. 22208, 22248, 22258, AND 22308 ARE CSA APPROVED. 
Ө TYPE R OR TW STRANDED WIRE ONLY 
Ө STRANDED WIRE ONLY. #18 WITH 3/64” INSULATION, ONLY 
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NON-METALLIC | SYLVANIA 


DEVICE BOXES 


ORDERING INFORMATION 


SINGLE DEVICE BOXES - PVC 















CUBIC | OUTSIDE 





CATALOG 
NUMBER 







D 213/16 
W 25/16 
L 311/16 















CATALOG 
NUMBER 

D 37/16 
1050 21.0 W 25/16 
i L 358 
1030 16.0 
1030-F 
1040 

18. 

1040-F aQ 

D 318 
2000 180 |W 214 
2000-F L 39/16 

D 23⁄4 
2030 160 | W 25/16 
edi L 35/8 

D 258 
2070 140 | W 214 
Е L 39/16 
2050 
7000-202 
2000-112-02| уво 
2000-114-02 


2030-502 | 160 






















































2030-702 
9030-702 
9070-702 
9010-702 
9060-702 
9040-702 See N.E.C. 
i L 33/16 Article 370-14 
See N.E.C. 
9050-702 50 | W 21⁄8 
L 39/16 Article 370-14 
D 21116 4 
7010 125 | W 23⁄46 3 
7010-8 L 31/4 3 
3 
7020 10.0 2 
7020-8 2 
D 35/16 7 
6070 180 | W 238 6 
6070-4 L 35/16 5 
3 14 
6050-4 10.5 2 12 
2 
D 134 
See N.E.C. 
6020-4 80 | W 214 
L 37/16 Article 370-14 
CATALOG 78/79 








(1A) 
(1A) (2) 


CONDUCTORS | MOUNTING 


(1A) 
(1A) (2) 


(1A) (2) 






(6) (8) 


(6) (8) 
















LBS. PER 


LBS. PER 






WEIGHT 


100 


1050 





WEIGHT 


100 






















100 30 
100 30172 
3117 
100 за М 
3112 
100 2034 š 
100 29 
очі 2000-112-02 
35 
49 
50 
313⁄4 
29 
25%; 
18 
17ν2 
27 
ө MOUNTING METHOD CODES 
23у» Code Description 
40 (1) Bottom Nails 
Е (1А) Angle Nails 
HN (2) Fast-Trim Threads 
(3 #2Wire Hanger Bracket 
(4) 1/2" Bracket Offset 
2112 (5) 1/4" Bracket Offset 
(6) 2 Clamps 
— ~ (7) SNAP-IN Brackets 




















(8) Swing Brackets 





SYLVANIA | NON-METALLIC 
| DEVICE BOXES 


ORDERING INFORMATION 
TWO DEVICE BOXES - PHENOLIC 


CUBIC| OUTSIDE CONDUCTORS | MOUNTING | STD. | WEIGHT 
DIMENSIONS | WITH DEVICE | (See Code PKG. | LBS. PER 
























CATALOG 
NUMBER INCHES NO. | AWG Below) QTY. 100 
1032 (1A) 46 1052 
«ος | 3296 | | модо 5 
1032-Е-С @ (1A) (2) 53 
D 15 14 
1052 W 13 12 | ЧА) 
1052-C 4 а 10 | (AO) 
D 15 14 [5 
2002-R-C L 12 10 | 9 
7072-№02 : j kaka (9) 
i W 8 12 50 
7072-N@ L > 10 | 1398) 
7002-202 н με kaa (3) 
i W 12 12 20 
7002-2@ L 11 10 | 90 
D 10 14 
70722 @ E : 2 [aa τ 
i L 7 10 
2022-112 @ в ΜΝ 4 100 8710 
2022-1140 `` L 12 10 |) 90 
2022-114-C (11) (7) (1) 971% 
7072-112-02 D 10 (4) 53 
7072-212-02| ^ ^ L 7 (10) 70 
7072-212@ (10) (7) (1) 77 
р 9 
6062 250 | W 8 (15) (7) Аз — 7073-212-02 
6062-4 L 7 (6) (7) 44 | , 
D 4 
6022-4 158 | W 4 12 | (6) (7) 34 
L 3 10 











Cod KG. | LBS. PER 
сна 76 A MOUNTING 


METHOD CODES Ἢ 


Description 


Bottom Nails 
Angle Nails 


CATALOG 
NUMBER 





INCHES 






1043 
1043-С Ө 


(1A) 
(1A) (12) 


































7073-212-02 (10) 

7073-212 @ ое (12) (10) (1) 971 Fast-Trim Threads 
7073-202 W 51516 (3) 65 #2 Wire Hanger Bracket 
7073-20 „ ΒΡ (3) (12) 75 1/2" Bracket Offset 








1/4" Bracket Offset 
Swing Brackets 

4 Clamps 

Reverse #N Bracket 
#N Bracket 

2 - 1/2" Bracket Offset 
2 - 1/4" Bracket Offset 


FOUR DEVICE BOXES - PHENOLIC 












CUBIC | OUTSIDE CONDUCTORS 
INCH | DIMENSIONS | WITH DEVICE 
INCHES 


MOUNTING | STD. 
(See Code 
Below) 


WEIGHT 
LBS. PER 
100 






CATALOG 
NUMBER | CAP'Y 






















7074-02-BH 48.0 Ἢ piara (13) 11217 6 Clamps 
7074-BH@ i L SENG (13) (14) 125 Bar Hanger Bracket 










8 Clamps 
Ear mounted 





@ DEDUCT ONE CONDUCTOR FROM BOX CAPACITY WHEN CLAMPS ARE USED. 
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NON-METALLIC SYLVANIA 
OUTLET BOXES 
















































































ORDERING INFORMATION ^ 4 
NON-METALLIC OUTLET BOXES - HOUSE & APARTMENT 4070-9402 
CUBIC | OUTSIDE CONDUCTORS | MOUNTING | STD. | WEIGHT 
CATALOG | INCH | DIMENSIONS | WITH DEVICE | (See Code LBS. PER 
NUMBER INCHES NO. AWG | Below) 100 
D 58 See N.E.C. 
ane Dia. 33/8 | Article 370-14 »" 
40709402 | шов |D 238 у ü 80 
4070-9502 9 |Dia 4116 98 
іа 8 10 | 
4060-9402 й ie 72 
4060-9502 : be 92 
3090-9402 D 21⁄8 : be 72 
3090-9502 Dia. 31/2 92 
τ 5 10 | 
4070-N02 10 14 52 
4070-02 A ° po на 9 12 31 
4070-302 8 10 52 4000-N02 
4060-N02 6 14 
4060-02 6 12 
4060-302 Ü 10 
5 14 
4060 Б 12 |(С) 100 
4 10 
3090-N02 : о |) 
3090302 Dia. 31/2 : Н) 
10 14 
4170 21.5 = 2 pr - 9 12 
8 10 
3080 що |D 218 : le © (D 
3080-9 Ῥ |Dia 31/2 P ο |Ο) Ὁ 















Ε) 
(E) (F) 
(G) 
(G) 






D 21/4 
Sq. 45/16 








| 

| 4000-N02 

| 4000-N @ 

| 4000-1-02 
401 © 


4040-N02 
4040-N ae 










D 15/8 


Sq. 45/16 4170 





















| 
| 
| P 4000-602 
| 4040-1-02 20.5 D 15/8 р 
| 404010 Sq. 4516 MOUNTING METHOD CODES 
| 4020102 | во |D 11/4 = Tu 
| : i ar hanger 
| 4020-10 Dia. 45/16 d Лы 
| 4000-602 (C) | 2 Clamps 
| 4000 (D) | Snap-in Bracket 
60 30.0 B г (E) | #N Bracket 
4000-02 Sq. 45/16 
© (F) | 3 Clamps 
4000 (G) | Face mounting Bracket 
4040-602 (H) | “J” Bracket 
4040-6 @ 205 |D 15/8 (І) | Nail-ins 
4040-02 і 54. 45/16 (J) | #6 bracket 
4040 @ (K) | 4 Clamps 


(0) | Ear Mounted 
© DEDUCT ONE CONDUCTOR FROM BOX CAPACITY WHEN CLAMPS ARE USED 
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SYLVANIA | NON-METALLIC 


SWITCH BOXES 


ORDERING INFORMATION 
FOR MOBILE/MODULAR HOMES 


SINGLE DEVICE BOXES - PHENOLIC 
































































CUBIC | OUTSIDE CONDUCTORS | MOUNTING WEIGHT 
CATALOG DIMENSIONS | WITH DEVICE | (See Code LBS. PER 
NUMBER INCHES INO. | Below) 100 
D 8 
1140 W 7 36 
L 6 
D 4 
2060 W 4 2612 
L 3 --- 
D 7 
2080 W 6 321⁄2 
L 6 
І 6000-402 
— D o 11/16 7 - 
6000-402 16.0 W4 11/16 6 40 
{ L 35/16 5 
< 
6020-402 8.0 2 19ν2 
L 2 MEN 
Я Зее М.Е.С 
κ 4 Article 370-14 " 
6050-02 " н 201 
6050-402 L 3 22 
6060-02 г : 2414 
6060-402 26 
L 5 
6090 τ : 23 V2 
6090-402 L 4 e _ 
D 211/16 5 
7010-02 W 23/6 4 25 
L 31/4 4 — 
D 4 
7020-02 W d 20 
L 3 о 
D 
7040 W (2) 100 221⁄2 
— L 
D 111/16 
7060 W 21/4 (2) 100 16 
L 37/16 
5 See N.E.C 
.E.C. i 
7090 7.5 d Article 370-14 (2) 100 14% 
_ Е m 
8009 x : τ0 10) (4) 100 | 27% 
80404 9 L 4 10 | 2 (4) З 28м 
8060 
8050 Ө D 13/4 6 14 " Giu: 
2 15.8 W 31/8 6 12 2 (3 100 25 
“ΡῈ L 315/16 5 10 | 9 З ü 
D 6 14 MOUNTING METHOD CODES 
8060 Ө |140 | W 5 12 — 100| 27v T —————ü 
Code | Description 
L 4 10 | I 
8090 @ (2) 24 (2)| Metal Ears 
14.0 W 5 12 100 | 
8090402@ L 4 οἱ 2 З 24% (3)| Swing Brackets 
(4)| 1 Clamp 
Ф 2%" standard opening Ө For Jumbo Wall Plates only € Fits Standard Wall Plates (5)| 4 Clamps 
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NON-METALLIC SYLVANIA 
SWITCH BOXES 





ORDERING INFORMATION 
FOR MOBILE/MODULAR HOMES 


STD. | WEIGHT 
PKG. | LBS. PER 
QTY. 100 


TWO DEVICE BOXES - PHENOLIC 


CUBIC | OUTSIDE CONDUCTORS | MOUNTING 
DIMENSIONS | WITH DEVICE | (See Code 


14 
(2) (3) 












CATALOG 
NUMBER 







6022-402 15.8 


Ὁ 





7022-02 
7022-402 


— 
N 


7032-02 


7032 16.0 


RS | RH | 89 







WEIGHT 
LBS. PER 
100 









6023-02 
6023-402 








@ DEDUCT ONE CONDUCTOR FROM BOX CAPACITY WHEN CLAMPS ARE USED. 


MOUNTING METHOD CODES 





Code | Description 


(1) | Nail-Ins 

(2) | Metal Ears nfi. 
(3) | Swing Brackets d 4 
(4) | 1 Clamp 4 

(5)| 4 Clamps 





6023-402 





6063-402 
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SYLVANIA 


ORDERING INFORMATION 


OUTLET BOXES FOR MOBILE/MODULAR HOMES 
CUBIC | OUTSIDE CONDUCTORS | MOUNTING | 
INCH | DIMENSIONS (SeeCode | PKG. 


CAP'Y 





CATALOG 


NUMBER 100 


3410 
37 


INCHES @ МО. | AWG Below) 


D 27/8 


Dia. B 3 1/2 
Dia. Fr 4 3/8 





14 =н 
12 |(A) 
10 | (А) (B) 








b amb Ω 
СЕ: 
Ë @ Ë 


3030-02 D 134 14 

3030-02-40 Dia. B 3 1/2 12 (A) 

3030-902-40 Dia. Fr 4 3/8 10 (А) (B) 
D11/2 14 

3040 0 |DiaB31/4 12 100 | 20% 
Dia Fr 4 3/4 10 
D2 1/2 

3050-902-40 Dia B 311/16 (A 50 
Dia Fr 4 3/8 10 

3080-902-40| 140 | 92118 42 


Dia B 3 1/2 
D 25/8 


14 

12 (А) (В) (С) 
10 

14 

12 | (A) 

10 


sd зай duh ub iii ei 

“У со о | — N соул ONJO cO O | + RO ооо 
sai janah 
N + 





4010-40 27.5 | Dia B 3 15/16 
Dia Fr 4 3/4 
D 1 13/16 14 
4030-40 180 | Dia B3 15/16 12 | (А) 
10 


Dia Fr 4 3/4 
@ B = Box, Fr- Flash Ring 
SURFACE BOXES 
PHENOLIC 












STD. | WEIGHT 
LBS. PER 






NON-METALLIC 
OUTLET BOXES 





3000-02-40 















CUBIC | OUTSIDE CONDUCTORS | STD. | WEIGHT 
CATALOG | INCH | DIMENSIONS | WITH DEVICE | PKG. | LBS. PER 
NUMBER | CAPY INCHES [νο | AWG|QTY.| τοῦ 
3 14 
5020 8.3 2 12 1612 
2 10 
3 14 
5060 9 2 12 | 100 19% — 
; || 7^ Μι. 
14 
5070 Ф 14.0 12 100 26 
10 > 
9 14 
5072 6 8 12 ο 5072 P 
E 10 Ú MOUNTING 5080 
a METHOD CODES 
5080 6 n Dia 31/8 D 36 Code | Description 
Dia 61/4 (A) | #40 Ground Plate 
Q Fits standard wall plate. (B) | Snap-in bracket 
Ө Two device Box; fits standard two-gang wall plate (С) |Metal Ears 
@ Round box; no device 
CATALOG 78/79 
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NON-METALLIC SYLVANIA 
CONDUIT BOXES & COVERS 





ORDERING INFORMATION 









Catalog 
Number 












4-2" threaded K.O.'s 
suitable for fixture mtg 


3-14 "threaded K.O.’s 
Suitable for fixture mtg 


Blank cover, gasket 
SS mtg screws 


2-10 "threaded K.O. 
2-34" threaded К.О. " 
in each end 








A0-51 









End Blank 
End - 1-12" opening 
End - 2-Уг "орепіпд5 
End - 1-34" opening 
End - 2-34" openings 


COVERS - PHENOLIC 














Device - Blank with gasket, 
SS Mtg. screws 


= 
eo eea |-- 
ENE o 
e τρ. 
JUNCTION BOXES - PHENOLIC 


31.5 4" x 4” x 2” Deep, with u 1 
| gasket, SS Mtg. screws 


10444 Я» 625 4" x 4" x 4" Deep, with 
gasket, SS Mtg. screws 


It 
10664 & 1380 6" x 6" x 4” Deep, with ЕЕЗ 


gasket, SS Мід. screws 


FSC-51 












125 












Ф Easily drilled or hole sawed in field for PVC terminal adapters. 
Quotations on request for specification drilling at factory. Prints must 
accompany requests. Special drilled boxes are not returnable. 
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SYLVANIA NON-METALLIC 


COVERS 


) ORDERING INFORMATION 
FOR OUTLET AND HANDY BOXES 























4041 Dimens. Weight 
Catalog | Sq.or Description Pkg. | Lbs. 
Number | Dia. Per 


inches 


SQUARE - PHENOLIC 












Flat blank 


Two gang - 1⁄2 ” offset 
Cu. In. Cap'y 7.0 

Single gang - 1⁄2 ” offset 
Cu. In. Cap'y 4.0 


Single gang - Ул" offset 
Cu. In. Cap'y 2.4 





4022-12 











4042-12 
Single gang - 3⁄4” offset 
Cu. In. Cap'y 5.7 


Plaster ring for 3⁄4” 
Recep. 1⁄2” offset 
Cu. In. Cap'y 4.5 


ROUND - PHENOLIC 
Flat blank - fits #3000 
1 3 
3030, 3040 only 
214 -4 Blank or Pendant 25/64” KO 10 
Flat Blank 10 
m Plaster ring, 1/2" offset 







1012 






P 4043 














for 314" Mtg., 
Cu. In. Cap'y 4.5 
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88 


NON-METALLIC 
BOXES & FITTINGS 


x SYLVANIA 


ORDERING INFORMATION 
ACCESSORIES 
Std. | Wgt. 
Catalog Description Pkg. | Lbs. 
Number Qty. | Per 
100 
Cable protector tube 
T-1 1%" long, #16 Std. gauge 5% 
steel - fits Std. 34" hole 
Cable protector tube - 
T-2 3-5/8" long, #16 Std. 13172 
gauge steel - Fits Std. 
34" hole T-1 
Cable protector strap 
S-1 W-11⁄2”, L-2-3/8", #16 63⁄4 
Std. gauge steel 
20 Neoprene sealing ring 1000 6 
21 Brown Nylon screws 1000 04 
21 Ivory Nylon screws 1000 .04 
36 Unassembled clamp and 100 | 3.0 
screws for boxes 
Insulator to protect cable 
P-1 run thru openings in 3-5/8” 8 
steel studs 
Insulator to protect cable 
P-2 run thru openings for Ὁ 
1-5/8" steel studs 
Non-metallic cable strap 
RS-1 to fasten cable to steel 1000 | 1.0 
studs with SST tool 
Tool designed to mount 
SST boxes with offset or face 
mounting brackets and 
RS-1 staple to steel studs 
Anvils Set of 3repl. anvils Unit Packed 
for SST 
Box finder | Device to locate boxes 
& or cables that are 


Cable tracer| covered 
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x UE 
$ * 


21 Brown 











Box finder 
and cable tracer 
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PRODUCT DESCRIPTION 
AND APPLICATION: 


Sylvania low voltage general purpose dry type 
transformers are available in sizes 50 VA 
through 500 KVA, 240/480 volts through 600 
volts in both single phase and 3 phase 
configurations. They are designed and 
manufactured for industrial, commercial, 
lighting and multi-residential applications. 


Sylvania transformers use natural air draft as a 
cooling medium. Units are designed for either 
indoor or outdoor application and operate with 
an average temperature rise of 55*C to 150° C. 


Insulation materials used do not support 
flame, and are self-extinguishing. 
Consequently, dry type transformers may be 
installed in virtually any non-explosive location 
convenient to the user. Dry type transformers 
are lighter in weight than any other type of 
transformer and are the best choices for roof- 
top locations. 


Maintenance costs are low, since dry type 
transformers require only minimum periodic 
inspection to check air circulation, 
connections, and possible dust accumulation. 


Sylvania general purpose low voltage dry type 
transformers are U.L. and C.S.A. listed and are 
engineered, designed, and manufactured in 
accordance with the latest NEMA, ANSI, and 
IEEE standards. 


DRY TYPE TRANSFORMERS 
LOW VOLTAGE, GENERAL PURPOSE 





302-415 


LIMITS OF TEMPERATURE RISE FOR 
CONTINUOUSLY RATED 

TRANSFORMERS: The temperature rise of 
dry-type transformers above the ambient 
temperature, when measured by the 
resistance method and tested in accordance 
with the applicable provisions of NEMA 
Standards Pub. No. 20-4.14 shall not exceed 
the following: 










Winding 
Temperature Rise 
by Resistance 
Degrees C 


Hottest-spot 
Winding 
Temperature Rise 
Degrees C 








Insulation System 
Temperature 


Degrees C 





Transformers with a specific temperature rise 
may have an insulation system which utilizes 
any combination of materials, by temperature 
rise insulation definition, provided that the 
insulation system has been evaluated in 
accordance with NEMA Standards Pub. No. 
ST 20-3.09. Sylvania meets or exceeds these. 
standards. 


For current list prices refer to the Standard Distribution Price List #ANPL. 
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DRY TYPE TRANSFORMERS SYLVANIA 
LOW VOLTAGE, GENERAL PURPOSE 





FEATURES 


1. Ventilated transformers 10 KVA and larger t 
have a 220°C or greater insulation system. 
These materials allow a more compact unit 
to be designed without decreasing life 
expectancy. They have extremely high 
resistance to moisture and corrosive 
elements. 


2. Large air spaces are created between each 
coil layer by the use of insulated duct 
dividers. This chimney design provides free 
air flow through each coil for maximum 





cooling. | 
3. Full capacity taps are brazed or welded in General Purpose 
position to assure positive electrical and Enclosed 


mechanical connection, then multi- 
insulated to maximize protection for live 
parts. 


4. Terminations are positioned just above the 
wire chamber and clearly marked for easy 
identification. All terminals are front 
accessible. 


5. Precision sheared cores of the highest 
quality grain oriented steel are hand 
stacked to insure quiet operation. 
Additionally, Sylvania's mitered core design 
minimizes the resistive path that the 
magnetic flux follows ... thus greatly 
reducing the noise level and core losses. 





6. Core and coil assemblies are coated with a 
U.L. approved, specially formulated varnish, 
then oven cured. 


7. The core and coil assembly is isolated by 
sound dampening pads which minimize the 
transmission of sound and vibration to the 
case. 


8. Units 15KVA and smaller are offered as 
standard for indoor/outdoor application. 
Weather shields for outdoor installation can 
be inexpensively added to all units over 15 
KVA. 


9. Wall mounting brackets are optional on all 
units up to 75 KVA. 





Interior of above 
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SYLVANIA x 


DRY TYPE TRANSFORMERS 
LOW VOLTAGE, GENERAL PURPOSE 


ORDERING INFORMATION 


SINGLE PHASE - 600 VOLT CLASS - 60 HERTZ 
120/240 VOLT SECONDARY 










IMPEDANCE 
VALUE 


WIRE 
WT. |ENCL | DIAG. 
w [о ив. {STYLE | мо. 
















107-414 
157-414 
207-414 
307-414 
507-414 
757-414 









208 V. PRI. NO TAPS 
3 


5 







107-G14 
207-G14 
307-G14 
507-G14 














TEMPERATURE | KVA | 
55°C Rise 25075 


TEMPERATURE 
115°C Rise 
150°C Rise, 220°C Insulation 













+ 


ENCLOSURE STYLE Т ENCLOSURE STYLE Tr 

















KVA 
RATING 






CATALOG |IMPEDANCE DIMENSIONS 
NUMBER | VALUE INCHES | WT. | ENCL | DIAG. 
H |w | D јаве. |STYLE | No. 
600 V. PRI. 2:5% FCBN TAPS 
1 


15 





158-512 | 
258-512 3.85 28 
378-512 


508-512 


CATALOG | IMPEDANCE 
NUMBER VALUES 


056-1АО 
106-1A0 
156-1A0 

















DIMENSIONS 
INCHES 


WT. | ENCL | DIAG. 
LBS. | STYLE | NO. 








207-1AO 
307-1AO 
507-1АО 





NOTE: ALL TAPS ARE RATED FULL CAPACITY. 
.25 KVA THRU 25 КУА ARE INDOOR/OUTDOOR RATED, 
ALL OTHERS ARE INDOOR ONLY. 





ENCLOSURE STYLE IZ ENCLOSURE STYLE Y 
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DRY TYPE TRANSFORMERS SYLVANIA 
LOW VOLTAGE, GENERAL DUTY 





ORDERING INFORMATION 
THREE PHASE-600 VOLT CLASS-60 HERTZ 


KVA CATALOG | IMPEDANCE | DIMENSIONS | МТ. | ENCL | WIRE 
RATING| NUMBER VALUE | H | w | D | LBS. | STYLE | DIAG. 
480 V. PRI., 208Y/120 V. SEC., 2-596 FCBN TAPS 
301-414 580 11 6 " 
601-414 330 13 7 115 
901-414 444 22 12 160 | νι 
152-414 625 22 12 190 









ENCLOSURE STYLE VI 





ENCLOSURE STYLE VIII 


302-212 
452-212 
752-212 
113-212 





TEMPERATURE RISE 3 g TRANSFORMERS 


KVA TEMPERATURE RISE TEMPERATURE RISE 
36 115°C Rise 150°C Rise, 220°C Insulation 


NOTE: ALL TAPS ARE RATED FULL CAPACITY. 
3.0 KVA THRU 15 KVA ARE INDOOR/OUTDOOR 
RATED. ALL OTHERS ARE INDOOR ONLY. 





ENCLOSURE STYLE VII 
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SYLVANIA | DRY TYPE TRANSFORMERS 


GENERAL PURPOSE 


ORDERING INFORMATION 
THREE PHASE - 60 HERTZ 





KVA CATALOG | IMPEDANCE | DIMENSIONS | WT. | ENCL. | WIRING 
RATING | NUMBER МАШЕ | H | w | p | LBS. | NO | DIAG 
600 V. PRI., 208Y/120 V. SEC., 245% FCBN TAPS 
301514 580 18 6 ЕД , 
601514 330 20 7 
901514 444 22 10 | νι 
152514 625 22 190 








WS-75 





ACCESSORIES 


600 VOLT CLASS 


SIZE | WALL MTG BRACKETS / WEATHER SHIELDS @ 
kva | 1Я | 38 | if | 39 


9 INCLUDED INCLUDED 
10 | WMB-3 INCLUDED 
15 | WMB-3 | INCLUDED | INCLUDED | INCLUDED 
25 |WMB3 INCLUDED 
30 WMB-3 WS-30 
37.5 | WMB-3 | WMB-3 WS-50 WS-45 
45 | WMB-3 | WMB-3 WS-45 
50 | WMB-3 WS-50 WS-45 
75 WS-100 


@ FIELD INSTALLATION VOIDS U.L. LABEL - FOR 
OUTDOOR U.L. LISTED TRANSFORMERS REFER TO FACTORY. 


THREE PHASE - RATED LINE CURRENTS 
FOR STANDARD KVA & VOLTAGES 
KVA 600 V 


RATING AMPERES 
3 3.61 2.89 
6 7.25 5.78 
9 10.8 8.67 
15 18.1 14.5 
20 24.1 19.3 
25 30.1 24.1 
30 36.1 28.9 
371⁄2 45.2 36.1 
45 54.2 43.4 
50 60.2 48.2 
60 72.3 57.8 
75 90.3 72.3 
100 120 96.3 
112% 135 108 
150 181 145 
200 241 193 
225 271 217 
300 361 289 
400 482 385 
500 602 482 
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DRY TYPE TRANSFORMERS | SYLVANIA 


WIRING DIAGRAMS 


SINGLE PHASE 


H4 H1 
H1 H3 H2 H3 H2 H4 H1 H2 H3 H4 
| X | | 2345 X 6789 | | | | | 
X4 х2 x х1 х4 X2 хз х1 х4 X2 хз X1 
H1 H2 H1 H2 
| 2345 | | 234567 | 
X4 x2 xa X1 X4 X2 X3 x1 
Fig. 4 Fig. 5 
H2 H2 
H1 H4 H7 H8 H5 H2 H9 H6 H3 τ ἐν ph іч 
шш ЫЈ an a [δισ GEL 
KO X1 х2 ΧΟ X1 X2 ХЗ 
н2 — H2 x, ™ H2 X2 
AN X1 = KO ZN X1 ЧО KO AN X1 - ХО 
H1 H3 X3 H1 H3 X3 H1 H3 X3 
Fig. 6 Fig. 7 Fig. 8 
H1 H2 H3 H1 H2 H3 
H1 H4 H7 H8 H5 H2 H9 H6 H3 
MA aga аш | 2345 | 2345 | 2345 | 234567 | 234567 | 234567 
x1 х2 ХЗ | i | | | | 
X ХЗ 
H2 i x1 i H2 х2 е" но Х2 кз i х2 
H1 £N H3 X1 £N X3 H1 H3 x1 £N X3 H1 A H3 X1 X3 
Fig. 9 Fig. 10 Fig. 11 
CATALOG 78/79 











SYLVANIA x DRY TYPE TRANSFORMERS 


TYPICAL NAMEPLATES 


POWER TR 


"THREE WIRE OPERATION. 
ADDITIVE POLARITY. 


POWER TRANSFORMER 








TRANSFORMER SELECTION 


1. Determine Primary Voltage (voltage 
available). 

2. Determine Secondary Voltage (voltage 
needed). 

3. Determine VA of KVA Load to be used 
(future expansion should be considered 
when the installation is planned). 

4. Determine Frequency and Number of 
Phases. 

5. Select the Catalog No. 


SINGLE PHASE 
RATED LINE CURRENTS FOR 
STANDARD KVA AND VOLTAGES 


KVA 120 V 240 V 480 V 600 V 


RATING AMPERES 
1 8.33 4.17 2.08 1.67 
11 12.5 6.25 3.13 2.50 
2 16.7 8.33 4.17 3.33 
З 25.0 12.5 6.25 5.00 
5 41.7 20.8 10.4 8.33 
71⁄2 62.5 31.3 15.6 12.5 
41.7 52.1 16.7 
125 62.5 31.3 25.0 
167 83.3 41.7 33.3 
104 52.1 41.7 
125 62.5 50 
37 V2 313 78.0 62.5 
50 417 104 83.3 
75 625 313 156 125 
100 833 417 208 167 
150 1250 625 313 250 
167 1392 696 348 278 
200 1667 833 417 333 
250 2083 1042 521 417 
333 2775 1388 694 555 
500 4167 2083 1042 833 


SOUND LEVEL 


Sylvania general purpose transformers are 
warranted to meet ANSI standard maximum 
sound levels when measured in accordance 
with ANSI C89.2-1974. The average production 
sound levels are well below the maximum 
levels. 





SOUND LEVEL 
IN DECIBELS - 600 VOLT CLASS 


ANSI SYLVANIA 
STANDARDS 
40 


AVERAGE 
45 
50 
55 
60 


KVA 
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CONDUCTOR TABLES MEM 


NATIONAL ELECTRICAL CODE - CONDUCTORS FOR GENERAL WIRING 





Table 310-16. Allowable Ampacities of Insulated Conductors Table 310-17. Allowable Ampacities of Insulated Conductors 
Rated 0-2000 Volts, 60? to 90°С Rated 0-2000 Volts, 60? to 90° C 
Not More Than Three Conductors in Raceway or Cable or Earth 
(Directly Buried), Based on Ambient Temperature of 30° C(86° F). Single conductors in free air, based on ambient temperature of ΓΡ 
Size Temperature Rating of Conductor. See Table 310-13 Size Size Temperature Rating of Conductor. See Table 310-13 






















85°С 90*C 
(185*F) (194*F) 


85*C 90*C 60*C 75°С 85°С 90°C 60°C 75°C 85°C w 
(185°Р) | (194°Р) (140°Р) | (167°Р) | (185°Р) (194*F) (140*F) | (167*F) | (185*F) | (194*F) 















































































































TYPES TYPES TYPES TYPES TYPES TYPES | TYPES 
V, MI TA, TBS, , 1 VMI TA, TBS, RUW, T, 
AWG SA, AVB, Я SA, AVB, AWG AWG TW AWG 
SIS, ТЕЕР, Р SIS, 
MCM 1FEPB, TRHH, MCM MCM MCM 
TRHH, 1THHN, 
tTHHN, TXHHW* 
TXHHW* 
ALUMINUM OR 
COPPER COPPER-CLAD ALUMINUM ALUMINUM OR 
18 u 21 u — | ua τ E COPPER COPPER-CLAD ALUMINUM u 
16 22 22 -- — — — — — 
14 25 25 -- -- -- -- -- - 
12 30 30 15 15 25 25 12 -- 
10 40 40 25 25 30 30 10 12 
8 50 50 30 40 40 40 8 10 
6 70 70 40 50 55 55 6 8 
4 90 90 55 65 70 70 4 6 
3 105 105 65 75 80 80 3 4 
2 120 120 75 90 95 95 2 3 
1 140 140 85 100 110 110 1 2 
0 155 155 100 120 125 125 0 | 
00 185 185 115 135 145 145 00 0 
000 210 210 130 155 165 165 000 00 
0000 235 235 155 180 185 185 0000 000 
250 270 270 170 205 215 215 250 0000 
300 300 300 190 230 240 240 300 250 
350 325 325 210 250 260 260 350 300 
400 360 360 225 270 290 290 400 350 
500 405 405 260 310 330 330 500 400 
600 455 455 285 340 370 370 600 500 
700 490 490 310 375 395 395 700 600 
750 500 500 320 385 405 405 750 700 
800 515 515 330 395 415 415 800 750 
900 555 555 355 425 455 455 900 800 
1000 585 585 375 445 480 480 1000 _ 900 
1250 645 645 405 485 530 530 1250 1000 
1500 700 700 435 520 580 580 1500 1250 
1750 735 735 455 545 615 615 1750 795 1020 1500 
2000 775 775 470 560 650 650 2000 875 1125 1750 
CORRECTION FACTORS 960 1220 2000 
For ambient temperatures over 30° C, multiply the ampacities shown CORRECTION FACTORS 
Ambient above by the appropriate correction factor to determine the Ambient For ambient temperatures over 30°C, multiply the ampacities shown 
Temp. °C maximum allowable load current. Temp. °F Ambient above by the appropriate correction factor to determine the Ambient 
31 40 82 88 90 91 82 88 90 Ν᾽. 91 86104. Temp. °C maximum allowable load current. Temp. *F 
41-50 58 75 80 82 58 75 80 82 105-122 31-40 82 82 88 90 91 86-104 
5160, — 58 67 τι — 58 67 TI 123141 41-50 .58 58 75 80 82 105-122 
61-70 — 35 52 58 Е 35 52 58 142-158 5160 -- — 58 67 71 123-141 
7180 — -- 30 41 — τ 30 41 159-176 61-70 — = 35 52 58 142-158 
{Тһе load current rating and the overcurrent protection for these conductors shall not exceed 15 amperes for 14 ne а = = 30 m —— 
AWG, 20 amperes for 12 AWG, and 30 amperes for 10 AWG copper, or 15 amperes for 12 AWG and 25 amperes for fThe load current rating and the overcurrent protection for these conductors shall not exceed 20 amperes for 14 
10 AWG aluminum and copper-clad aluminum. АМУС, 25 amperes for 12 AWG, and 40 amperes for 10 AWG copper, or 20 amperes for 12 AWG and 30 amperes for 
*For dry locations only. See 75°С column for wet locations. 10 AWG aluminum and copper-clad aluminum. 


*For dry locations only. See 75*C column for wet locations. 


Table 3A. Maximum Number of Conductors In Trade Sizes of Conduit or Tubing 
— on Table 1, Chapter 9 - NEC. 1978) 


ποπ өмә | [m Де Да Те [э Де Го. 


























Conductor 
Size 
Type Letters AWG, MCM 
TW, T, RUH, 60 99 142 
RUW, 47 78 111 
XHHW (14 thru 8) 10 36 60 85 
8 1 28 40 
= cocci [C | T j] | 
RHW and RHH 14 29 40 65 93 
(without outer 12 24 32 53 76 
covering), 10 19 26 43 61 
THW 8 10 13 22 32 
Бо = epe pum mum = 
TW, 6 7 10 16 23 
* 4 5 7 12 17 
THW, 3 4 6 10 15 
RUH (6 thru 2), 2 4 5 9 13 
RUW (6 thru 2), 1 3 4 6 9 
FEPB (6 thru 2), 0 2 3 5 8 
RHW and 00 1 3 5 7 
RHH (with- 000 1 2 4 6 
out outer 0000 1 1 3 5 
ινα 250 1 τ] 2 4 
300 1 1 2 3 
350 1 1 1 3 
400 1 1 1 2 
500 1 1 1 1 
600 1 1 1 
700 1 1 1 
750 1 1 1 
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SYLVANIA 
NOTES 


Alabama 
Mobile 
Trussville 
(Birmingham) 


Alaska 
Anchorage 


Arizona 
Phoenix 


Arkansas 
Little Rock 


California 
Fresno 
Los Angeles 
Riverside 
Sacramento 
San Diego 
San Francisco 
San Leandro 
Santa Clara 
Santa Rosa 


Colorado 
Denver 


Connecticut 
Cheshire 
Waterbury 


Florida 
Hollywood 
Jacksonville 
Longwood 
Miami 
Orlando 
Sarasota 
Tampa 

Georgia 
Atlanta 

Hawaii 
Honolulu 


Alabama 
Trussville 
California 
Los Angeles 
Sacramento 


California 
Burlingame 
Los Angeles 

Georgia 
Atlanta 


SALES OFFICE 


Illinois 
Chicago 


EIk Grove Village 


Rock Island 
Schiller Park 
Springfield 


Indiana 
Cicero 
Gary 
Indianapolis 


lowa 
Clive 
Des Moines 


Kansas 
Kansas City 
Prairie Village 


Louisiana 
New Orleans 


Maine 
Cape Elizabeth 


Maryland 
Annapolis 
Baltimore 
Columbia 


Massachusetts 
Randolph 
Waltham 


Michigan 
Columbiaville 
Detroit 
Grand Rapids 


Minnesota 
Fridley 
Hastings 
Minneapolis 


Mississippi 
Jackson 


Missouri 
St. Louis 


Montana 
Bigfork 


Nebraska 
Omaha 


Nevada 
Reno 


New Jersey 
Ho Ho Kus 
Teterboro 


New Mexico 
Albuquerque 


New York 
Albany 
Bronxville 
Buffalo 
Farmingdale 
Syracuse 
Williamsville 


North Carolina 
Charlotte 
Raleigh 

Ohio 
Cincinnati 
Cleveland 
Columbus 
Poland 


Oklahoma 
Oklahoma City 
Tulsa 


Oregon 
Portland 
West Linn 


MANUFACTURING PLANTS 


Mississippi 
Jackson 
Missouri 
St. Louis 
Ohio 
Cleveland 


South Carolina 
Lancaster 
Texas 
Dallas 
Virginia 
Hampton 


FIELD DISTRIBUTION CENTERS 


Illinois 


Elk Grove Village 


Massachusetts 
Danvers 
Nevada 
Sparks 


New Jersey 
Teterboro 

North Carolina 
Charlotte 

Oregon 
Portland 


SYLVANIA 


Pennsylvania 
Hershey 


King of Prussia 


Penndel 
Pittsburgh 
Wayne 
South Carolina 
Columbia 
Garden City 
Tennessee 
Knoxville 
Memphis 
Nashville 
Texas 
Austin 
Dallas 
Houston 
Irving 
Longview 
Lubbock 
San Antonio 
Utah 


Salt Lake City 


Sandy 
Virginia 


Mechanicsville 


Hampton 
Richmond 
Washington 
Kennewick 
Seatle 
Vancouver 
West Virginia 
Huntington 
Wisconsin 
Brookfield 
Green Bay 
Milwaukee 
Puerto Rico 
Rio Piedras 


West Virginia 
Parkersburg 

Puerto Rico 
San Juan 


Pennsylvania 
Folcroft 
Texas 
Dallas 


GTE Sylvania Incorporated 


One Stamford Forum 
Stamford CT 06904 


Electrical 
Equipment 











